Filtry ze stali nierdzewnej (montowane przed pomp3)

P F Pre-filters in stainless steel

D

Filtry (montowane przed pompa) z wyjmowalnym koszem, wykonane ze stali

nierdzewnej, z kréccami kotnierzowymi. Pokrywa filtru umocowana jest przy pomocy
C dwupotozeniowego zacisku dzwigniowego. Wewnetrzny kosz z otworami o $rednicy 6

Dy mm.
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B?: - Dla obiegu wody w basenowych urzgdzeniach filtracji,

- Aby zapobiec ciatom obcym dostanie sie do pompy i urzadzenia.
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Maksymalne dopuszczalne cisnienie przy pracy pompy: 3 bary.

Maksymalny przeptyw: 180 m3/h dla PF 100

240 m3/h dla PF 125
300 m3/h dla PF 150
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Eompenenty Matenaty
Kosz PF 100 -304
M: PF125-304 Stal nierdzewna AIST 304
U6 DF 150-304
DKE Kosz PF 100 - 316 .
PF125-316 Stal mierdzewna ATST 316
PF150-316
YK Eorpus otal mierdzewna ATST 316
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P F Pre-filters in stainless steel E Calpeda®

Recomended pumps and pre-filters
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NM  80/16BE-CE-DE-EE
NM4 100/20AE-BE-CE
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Pre-filter h S =L NM4 100/25AE-BE
Pump type mm g NM4 125/25CE-DE-EE
NM  8O/16EE Wl
NM  80/16CE-DE PF 100 67
NM  80/16BE
NM4 100/20BE-CE PE 125 47
NM4 100/20AE o
NM4 100/25BE
NM4 100/25AE PF 125 22 [
NM4 125/25DE-EE 10 L
NM4 125/25CE PF 150 10
NM4 125/250AE-BE - - = NM4 125/250AE-BE
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Examples of installations
Operation with positive suction head Operation with suction lift
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1 Gate valve 2 Pressure gauge 3 Check valve 4 Foot valve
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