




    
 







486

INDEXINDEX

3.93.1028

L1 L3

L2

1
! 1 2

START STOP

L1 L3

L2

1
! 1 2

START STOP

pag. 444

pag. 449

AUE 11 
UNI-EN 12845 units with 1 N series electric main pump 
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AUE 11
UNI-EN 12845 units with 1 MXV series multi-stage vertical electric  
main pump  

AUE 21
UNI-EN 12845 units with 2 MXV series multi-stage vertical electric
main pumps 

AUE 11
UNI-EN 12845 units with 1 SD series submersible borehole 
electric main pump  

AUE 21
UNI-EN 12845 units with 2 SD series submersible borehole 
electric main pumps  

AUE 11
UNI-EN 12845 units with 1 SDS series submersible borehole 
electric main pump  

AUE 21
UNI-EN 12845 units with 2 SDS series submersible borehole 
electric main pumps  
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Control panelsControl panels
UNI-EN 12845 fire-fighting systems

1 2 3 N

L

L1 L3

L2

1
! 1 2

L1 L3

L2

1
! 1 2

L1 L3

L2

1
! 1 2

Control panels

QTPAN  1,1-1,5-5,5 kW

Jockey pumps control panel

QTPAN 1ST    9,2÷45 kW

Main   pump control panel

(Y/∆ starting)

QTPAN 1ST    55÷75 kW

Main pump control panel (Y/∆ starting)

QANM 1

Main pump control panel (diesel motor)

TPS 24
Weekly test supply 24 V

T20 - 24
Timer 20ʼ - supply 24 V 
(according to UNI 10779)

QACR 11-21
Control panel for remote control

46

Accessories on request

QTPAN 1D    2,2÷5,5 kW

Main pump control panel

(D.O.L. starting)



AUE 11 

AUE 21 

5 6 7 8 

...11 65/160 

50M 

...11  

...11 65/200 

...11 80/160 

...11 50/160 

...11 50/200 

...11 50/250 

...11 40/160 

...11 40/200 

AUE 11 40/250 

AUE 11 32/160 

AUE 11 32/200 

3 9 10 
Q 

m /h 20 30 40 50 100 
15 

20 

30 

40 

50 

m 

100 

H 

ft 

H 

130 

100 150 l/min 300 400 500 1000 

20 30 50 100 200 300 40 

30 40 50 U.S. g.p.m. 

Imp. g.p.m. 

100 200 300 400 

50 

60 

70 

80 

90 

100 

200 

300 

400 

200 300 

2000 3000 4000 5000 

500 1000 400 

500 1000 

72.860.3/2 

10 

...21 65/160 

50M -....

...21  

...21 65/250 

...21  65/200 

...21 80/250 

...21  
80/160 

...21  

80/200 

...21  

100/250 

...21  
100/200 

...21 50/160 

...21 50/200 

...21 50/250 

...21 40/160 

...21 40/200 

AUE 21 40/250 

AUE 21 32/160 

AUE 21 32/200 

3 20 
Q 

m /h 40 60 80 100 200 
15 

20 

30 

40 

50 

m 

100 

H 

ft 

H 

130 

200 300 l/min 600 800 1000 2000 

40 60 100 200 400 600 80 

60 80 100 U.S. g.p.m. 

Imp. g.p.m. 

200 400 600 800 

50 

60 

70 

80 

90 

100 

200 

300 

400 

400 600 

4000 6000 8000 10000 

1000 2000 800 

1000 2000 

72.860.4/2 

...11 65/250 ...11 80/250 

...11 
80/200 

...11 
100/250 

...11 100/200 

With 1 electric pump

With 2 electric pumps
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AUEAUE
UNI-EN 12845 fire-fighting systems 



UNI-EN 12845 units with 1 electric main pump

AUE 11 -   32/160A/A NG 5/18E 3 + 1,1 12 34 16,8 30 2,7 ÷ 3,3 3 ÷ 3,6

AUE 11 -   32/200C/A NG 5/16E 4 + 1,1 12 41 16,8 36 3,6 ÷ 4,2 4 ÷ 4,7

AUE 11 -   32/200A/A NG 6/18E 5,5 + 1,5 12 54,5 16,8 49 4,7 ÷ 5,4 5 ÷ 5,7

AUE 11 -   40/160B/A NG 5/18E 4 + 1,1 22,5 29,5 30 25,5 2,3 ÷ 2,9 2,8 ÷ 3,5

AUE 11 -   40/160A/A NG 5/18E 5,5 + 1,1 24 35 33 31 2,8 ÷ 3,4 3,3 ÷ 4

AUE 11 -   40/200C/A NG 5/16E 5,5 + 1,1 21 41 27 36,5 3,4 ÷ 4 3,8 ÷ 4,4

AUE 11 -   40/200B/A NG 6/18E 7,5 + 1,5 24 48 33 40,5 4 ÷ 4,7 4,5 ÷ 5,5

AUE 11 -   40/200AR/A NG 6/18E 7,5 + 1,5 21 53 27 49 4,5 ÷ 5,2 5 ÷ 5,7

AUE 11 -   40/200A/A NG 6/18E 9,2 + 1,5 29 53 42 40 4,9 ÷ 5,5 5,3 ÷ 6

AUE 11 -   40/250C/A NG 7/18E 11 + 2,2 24 60 33 52 5,2 ÷ 5,8 5,5 ÷ 6,3

AUE 11 -   40/250B/A NG 7/16E 15 + 2,2 24 68 33 62 6,2 ÷ 6,8 6,5 ÷ 7,3

AUE 11 -   40/250A/A NG 7/16E 18,5 + 2,2 24 85 33 78 7,6 ÷ 8,2 8 ÷ 8,6

AUE 11 -   50/160B/A NG 5/18E 5,5 + 1,1 50 27 66 21 2,1 ÷ 2,7 2,5 ÷ 3,2

AUE 11 -   50/160A/A NG 5/18E 9,2 + 1,1 53 33 75 23 2,6 ÷ 3,2 3 ÷ 3,7

AUE 11 -   50/200B/A NG 5/16E 11 + 1,1 42 44,5 60 37 3,8 ÷ 4,4 4,2 ÷ 4,9

AUE 11 -   50/200A/A NG 6/18E 15 + 1,5 42 52 60 45 4,6 ÷ 5,2 5 ÷ 5,7

AUE 11 -   50/250C/A NG 6/18E 15 + 1,5 39 54 54 40 5 ÷ 5,6 5,4 ÷ 6

AUE 11 -   50/250B/A NG 7/16E 18,5 + 2,2 39 67 54 60 6 ÷ 6,6 6,4 ÷ 7,1

AUE 11 -   50/250A/A NG 7/16E 22 + 2,2 39 83 54 75 7,5 ÷ 8,2 7,8 ÷ 8,5

AUE 11 -   50M/E/A NG 6/18E 15 + 1,5 51 42 75 24 3,8 ÷ 4,4 4,2 ÷ 4,9

AUE 11 -   50M/D/A NG 6/18E 18,5 + 1,5 57 50 84 25 4,6 ÷ 5,3 5 ÷ 5,8

AUE 11 -   50M/C/A NG 7/18E 22 + 2,2 57 62 84 42 5,7 ÷ 6,4 6,2 ÷ 6,9

AUE 11 -   65/160B/A NG 5/18E 15 + 1,1 84 30 120 22 2,4 ÷ 3 2,8 ÷ 3,5

AUE 11 -   65/160A/A NG 5/18E 18,5 + 1,1 84 35 120 27 2,8 ÷ 3,4 3,2 ÷ 3,8

AUE 11 -   65/200C/A NG 5/16E 18,5 + 1,1 90 38,5 132 27 3,4 ÷ 4 3,8 ÷ 4,5

AUE 11 -   65/200B/A NG 5/16E 22 + 1,1 90 45,5 132 35 3,9 ÷ 4,5 4,3 ÷ 5

AUE 11 -   65/200A/A NG 6/18E 30 + 1,5 90 52 132 41,5 4,5 ÷ 5,2 5 ÷ 5,6

AUE 11 -   65/250C NG 7/18E 30 + 2,2 78 59 108 50 5,4 ÷ 6 5,8 ÷ 6,5

AUE 11 -   65/250B NG 7/16E 37 + 2,2 78 76 108 67 7 ÷ 7,6 7,4 ÷ 8

AUE 11 -   65/250A NMD 25/190AE 45 + 4 78 87 108 78 7,8 ÷ 8,5 8,3 ÷ 9

AUE 11 -   80/160B/A NG 5/18E 18,5 + 1,1 128 31 180 18 2,4 ÷ 3 2,8 ÷ 3,5

AUE 11 -   80/160A/A NG 5/18E 22 + 1,1 128 36 180 24 2,8 ÷ 3,4 3,3 ÷ 3,9

AUE 11 -   80/200B NG 6/18E 30 + 1,5 128 42 180 32 3,5 ÷ 4,2 4 ÷ 4,7

AUE 11 -   80/200A NG 6/18E 37 + 1,5 128 52 180 43 4,5 ÷ 5,2 5 ÷ 5,7

AUE 11 -   80/250E NG 6/18E 30 + 1,5 128 43 180 29 4,1 ÷ 4,7 4,5 ÷ 5,1

AUE 11 -   80/250D NG 7/18E 37 + 2,2 134 56 192 41 5,5 ÷ 6,1 5,9 ÷ 6,5

AUE 11 -   80/250C NG 7/16E 45 + 2,2 134 67 192 51 6,3 ÷ 6,9 6,8 ÷ 7,4

AUE 11 -   80/250B NG 7/16E 55 + 2,2 134 78 192 63 7,2 ÷ 7,9 7,8 ÷ 8,4

AUE 11 -   80/250A NMD 25/190AE 75 + 4 134 90 192 76 8,3 ÷ 9 8,8 ÷ 9,4

AUE 11 - 100/200E NG 5/22E 22 + 1,1 174 26 240 19 2 ÷ 2,6 2,4 ÷ 3

AUE 11 - 100/200D NG 6/22E 30 + 1,5 189 31 270 19 2,5 ÷ 3,2 3 ÷ 3,7

AUE 11 - 100/200C NG 7/22E 37 + 2,2 204 39 300 22 3,5 ÷ 4,1 3,9 ÷ 4,6

AUE 11 - 100/200B NG 7/18E 45 + 2,2 204 48 300 32 4,4 ÷ 5 4,8 ÷ 5,5

AUE 11 - 100/200A NG 7/18E 55 + 2,2 204 57 300 42 4,8 ÷ 5,5 5,4 ÷ 6

AUE 11 - 100/250B NG 7/16E 75 + 2,2 204 65 300 48 6 ÷ 6,8 6,6 ÷ 7,3

AUE 11 - 100/250A NMD 25/190AE 92 + 4 204 85 300 67 7,8 ÷ 8,5 8,2 ÷ 9

Performance

Max. capacity 
pump

m3/h          m

Average capacity
pump

m3/h           m

Unit designation

Main pump Jockey pump 

Power

kW

Pressure switch settings

Main pump 
bar

Jockey pump 
bar
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AUE 11AUE 11
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UNI-EN 12845 units with 2 electric main pumps

AUE 21 -   32/160A/A NG 5/18E 3 + 3 +1,1 12 34 16,8 30 2,7 ÷ 3,3 2,3 ÷ 2,9 3 ÷ 3,6

AUE 21 -   32/200C/A NG 5/16E 4 + 4 + 1,1 12 41 16,8 36 3,6 ÷ 4,2 3,2 ÷ 3,8 4 ÷ 4,7

AUE 21 -   32/200A/A NG 6/18E 5,5+5,5+1,5 12 54,5 16,8 49 4,7 ÷ 5,4 4,3 ÷ 5 5 ÷ 5,7

AUE 21 -   40/160B/A NG 5/18E 4 + 4 + 1,1 22,5 29,5 30 25,5 2,3 ÷ 2,9 1,9 ÷ 2,5 2,8 ÷ 3,5

AUE 21 -   40/160A/A NG 5/18E 5,5+5,5+1,1 24 35 33 31 2,8 ÷ 3,4 2,4 ÷ 3 3,3 ÷ 4

AUE 21 -   40/200C/A NG 5/16E 5,5+5,5+1,1 21 41 27 36,5 3,4 ÷ 4 3 ÷ 3,6 3,8 ÷ 4,4

AUE 21 -   40/200B/A NG 6/18E 7,5+7,5+1,5 24 48 33 40,5 4 ÷ 4,7 3,6 ÷ 4,3 4,5 ÷ 5,5

AUE 21 -   40/200AR/A NG 6/18E 7,5+7,5+1,5 21 53 27 49 4,5 ÷ 5,2 4,1 ÷ 4,8 5 ÷ 5,7

AUE 21 -   40/200A/A NG 6/18E 9,2+9,2+1,5 29 53 42 40 4,9 ÷ 5,5 4,5 ÷ 5,1 5,3 ÷ 6

AUE 21 -   40/250C/A NG 7/18E 11 + 11 + 2,2 24 60 33 52 5,2 ÷ 5,8 4,8 ÷ 5,4 5,5 ÷ 6,3

AUE 21 -   40/250B/A NG 7/16E 15 + 15 + 2,2 24 68 33 62 6,2 ÷ 6,8 5,8 ÷ 6,4 6,5 ÷ 7,3

AUE 21 -   40/250A/A NG 7/16E 18,5+18,5+2,2 24 85 33 78 7,6 ÷ 8,2 7,2 ÷ 7,8 8 ÷ 8,6

AUE 21 -   50/160B/A NG 5/18E 5,5+5,5+1,1 50 27 66 21 2,1 ÷ 2,7 1,7 ÷ 2,3 2,5 ÷ 3,2

AUE 21 -   50/160A/A NG 5/18E 9,2+9,2+1,1 53 33 75 23 2,6 ÷ 3,2 2,2 ÷ 2,8 3 ÷ 3,7

AUE 21 -   50/200B/A NG 5/16E 11 + 11 + 1,1 41 44,5 60 37 3,8 ÷ 4,4 3,4 ÷ 4 4,2 ÷ 4,9

AUE 21 -   50/200A/A NG 6/18E 15 + 15 + 1,5 41 52 60 45 4,6 ÷ 5,2 4,2 ÷ 4,8 5 ÷ 5,7

AUE 21 -   50/250C/A NG 6/18E 15 + 15 + 1,5 39 54 54 40 5 ÷ 5,6 4,6 ÷ 5,2 5,4 ÷ 6

AUE 21 -   50/250B/A NG 7/16E 18,5+18,5+2,2 39 67 54 60 6 ÷ 6,6 5,6 ÷ 6,2 6,4 ÷ 7,1

AUE 21 -   50/250A/A NG 7/16E 22 + 22 + 2,2 39 83 54 75 7,5 ÷ 8,2 7,1 ÷ 7,8 7,8 ÷ 8,5

AUE 21 -   50M/E/A NG 6/18E 15 + 15 + 1,5 51 42 75 24 3,8 ÷ 4,4 3,4 ÷ 4 4,2 ÷ 4,9

AUE 21 -   50M/D/A NG 6/18E 18,5+18,5+1,5 57 50 84 25 4,6 ÷ 5,3 4,2 ÷ 4,9 5 ÷ 5,8

AUE 21 -   50M/C/A NG 7/18E 22 + 22 + 2,2 57 62 84 42 5,7 ÷ 6,4 5,3 ÷ 6 6,2 ÷ 6,9

AUE 21 -   65/160B/A NG 5/18E 15 + 15 + 1,1 84 30 120 22 2,4 ÷ 3 2 ÷ 2,6 2,8 ÷ 3,5

AUE 21 -   65/160A/A NG 5/18E 18,5+18,5+1,1 84 35 120 27 2,8 ÷ 3,4 2,4 ÷ 3 3,2 ÷ 3,8

AUE 21 -   65/200C/A NG 5/16E 18,5+18,5+1,1 90 38,5 132 27 3,4 ÷ 4 3 ÷ 3,6 3,8 ÷ 4,5

AUE 21 -   65/200B/A NG 5/16E 22 + 22 + 1,1 90 45,5 132 35 3,9 ÷ 4,5 3,5 ÷ 4,1 4,3 ÷ 5

AUE 21 -   65/200A/A NG 6/18E 30 + 30 + 1,5 90 52 132 41,5 4,5 ÷ 5,2 4,1 ÷ 4,8 5 ÷ 5,6

AUE 21 -   65/250C NG 7/18E 30 + 30 + 2,2 78 59 108 50 5,4 ÷ 6 5 ÷ 5,6 5,8 ÷ 6,5

AUE 21 -   65/250B NG 7/16E 37 + 37 + 2,2 78 76 108 67 7 ÷ 7,6 6,6 ÷ 7,2 7,4 ÷ 8

AUE 21 -   65/250A NMD 25/190AE 45 + 45 +  4 78 87 108 78 7,8 ÷ 8,5 7,4 ÷ 8,1 8,3 ÷ 9

AUE 21 -   80/160B/A NG 5/18E 18,5+18,5+1,1 128 31 180 18 2,4 ÷ 3 2 ÷ 2,6 2,8 ÷ 3,5

AUE 21 -   80/160A/A NG 5/18E 22 + 22 + 1,1 128 36 180 24 2,8 ÷ 3,4 2,4 ÷ 3 3,3 ÷ 3,9

AUE 21 -   80/200B NG 6/18E 30 + 30 + 1,5 128 42 180 32 3,5 ÷ 4,2 3,1 ÷ 3,8 4 ÷ 4,7

AUE 21 -   80/200A NG 6/18E 37 + 37 + 1,5 128 52 180 43 4,5 ÷ 5,2 4,1 ÷ 4,8 5 ÷ 5,7

AUE 21 -   80/250E NG 6/18E 30 + 30 + 1,5 128 43 180 29 4,1 ÷ 4,7 3,7 ÷ 4,3 4,5 ÷ 5,1

AUE 21 -   80/250D NG 7/18E 37 + 37 + 2,2 134 56 192 41 5,5 ÷ 6,1 5,1 ÷ 5,7 5,9 ÷ 6,5

AUE 21 -   80/250C NG 7/16E 45 + 45 + 2,2 134 67 192 51 6,3 ÷ 6,9 5,9 ÷ 6,5 6,8 ÷ 7,4

AUE 21 -   80/250B NG 7/16E 55 + 55 + 2,2 134 78 192 63 7,2 ÷ 7,9 6,8 ÷ 7,5 7,8 ÷ 8,4

AUE 21 -   80/250A NMD 25/190AE 75 + 75 + 4 134 90 192 76 8,3 ÷ 9 7,9 ÷ 8,6 8,8 ÷ 9,4

AUE 21 - 100/200E NG 5/22E 22 + 22 + 1,1 174 26 240 19 2 ÷ 2,6 1,6 ÷ 2,2 2,4 ÷ 3

AUE 21 - 100/200D NG 6/22E 30 + 30 + 1,5 189 31 270 19 2,5 ÷ 3,2 2,1 ÷ 2,8 3 ÷ 3,7

AUE 21 - 100/200C NG 7/22E 37 + 37 + 2,2 204 39 300 22 3,5 ÷ 4,1 3,1 ÷ 3,7 3,9 ÷ 4,6

AUE 21 - 100/200B NG 7/18E 45 + 45 + 2,2 204 48 300 32 4,4 ÷ 5 4 ÷ 4,6 4,8 ÷ 5,5

AUE 21 - 100/200A NG 7/18E 55 + 55 + 2,2 204 57 300 42 4,8 ÷ 5,5 4,4 ÷ 5,1 5,4 ÷ 6

AUE 21 - 100/250B NG 7/16E 75 + 75 + 2,2 204 65 300 48 6 ÷ 6,8 5,6 ÷ 6,4 6,6 ÷ 7,3

AUE 21 - 100/250A NMD 25/190AE 92 + 92 + 4 204 85 300 67 7,8 ÷ 8,5 7,4 ÷ 8,1 8,2 ÷ 9

Performance
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AUE 21AUE 21

Max. capacity 
of one pump

m3/h       m

Average capacity
of one pump

m3/h        m

Unit designation

Main pump Jockey pump 

Power

kW

Pressure switch settings

Main pump  
1

bar

Jockey pump 

bar

Main pump  
2

bar



Unit designation DimensionsConnections
mm

Main pump Jockey pump DN 1 DN 2 DN 3 A B B1 C D E F G

AUE 11 -   32/160A/A NG 5/18E 50 G2 G 1 1/2 750 900 500 835 240 317 1150 1500
AUE 11 -   32/200C/A NG 5/16E 855 345 1200
AUE 11 -   32/200A/A NG 6/18E

50 G2 G 1 1/2 750 900 500
915

240
360 1215

1500

AUE 11 -   40/160B/A NG 5/18E 835
AUE 11 -   40/160A/A NG 5/18E

65 65 G 1 1/2 800 900 500
855

240 317 1290 1530

AUE 11 -   40/200C/A NG 5/16E 855
AUE 11 -   40/200B/A NG 6/18E 915
AUE 11 -   40/200AR/A NG 6/18E

65 65 G 1 1/2 800 950 500
915

240 360 1355 1600

AUE 11 -   40/200A/A NG 6/18E 915
AUE 11 -   40/250C/A NG 7/18E 955
AUE 11 -   40/250B/A NG 7/16E 65 65 G 1 1/2 800 950 500 1060 240 380 1420 1660
AUE 11 -   40/250A/A NG 7/16E 1060
AUE 11 -   50/160B/A NG 5/18E
AUE 11 -   50/160A/A NG 5/18E

65 80 G 1 1/2 850 950 550 915 240 360 1380 1615

AUE 11 -   50/200B/A NG 5/18E 955
AUE 11 -   50/200A/A NG 6/18E

65 80 G 1 1/2 850 1000 550
1060

240 360 1400 1635

AUE 11 -   50/250C/A NG 6/18E 1060
AUE 11 -   50/250B/A NG 7/16E 65 80 G 1 1/2 850 1000 550 1060 240 380 1445 1700
AUE 11 -   50/250A/A NG 7/16E 1100
AUE 11 -   50M/E/A NG 6/18E 1060
AUE 11 -   50M/D/A NG 6/18E 65 80 G 1 1/2 850 1000 550 1100 240 380 1445 1700
AUE 11 -   50M/C/A NG 7/18E 1100
AUE 11 -   65/160B/A NG 5/18E
AUE 11 -   65/160A/A NG 5/18E

80 100 G 1 1/2 850 1000 550 1060 240 360 1480 1700

AUE 11 -   65/200C/A NG 5/16E 1100
AUE 11 -   65/200B/A NG 5/16E 80 100 G 1 1/2 850 1000 550 1140 240 380 1525 1740
AUE 11 -   65/200A/A NG 6/18E 1140
AUE 11 -   65/250C NG 7/18E 1275
AUE 11 -   65/250B NG 7/16E 80 100 G 1 1/2 850 1050 550 1375 240 410 1580 1795
AUE 11 -   65/250A NMD 25/190AE 1375
AUE 11 -   80/160B/A NG 5/18E 1100
AUE 11 -   80/160A/A NG 5/18E

100 125 G 1 1/2 950 1000 550
1140

250 380 1640 1840

AUE 11 -   80/200B NG 6/18E 1275
AUE 11 -   80/200A NG 6/18E

100 125 G 1 1/2 950 1000 550
1375

250 380 1675 1875

AUE 11 -   80/250E NG 6/18E 950 1275 410 1725 1925
AUE 11 -   80/250D NG 7/18E 950 1375 410 1725 1925
AUE 11 -   80/250C NG 7/16E 100 125 G 1 1/2 950 1050 550 1375 250 410 1725 1925
AUE 11 -   80/250B NG 7/16E 950 1415 485 1800 2000
AUE 11 -   80/250A NMD 25/190AE 1050 1530 515 1830 2030
AUE 11 - 100/200E NG 5/22E 1250 410 1805 1990
AUE 11 - 100/200D NG 6/22E 1275 410 1805 1990
AUE 11 - 100/200C NG 7/22E 125 150 G 1 1/2 1300 1200 700 1375 260 410 1805 1990
AUE 11 - 100/200B NG 7/18E 1375 410 1805 1990
AUE 11 - 100/200A NG 7/18E 1415 485 1880 2065
AUE 11 - 100/250B NG 7/16E 1200 1530 515 1910 2095
AUE 11 - 100/250A NMD 25/190AE

125 150 G 1 1/2 1300
1300

700
1620

260
605 2000 2185

3.93.131.1

D C B1

A max

E

F G
 m

a
x

DN3

DN2

DN1

B

Dimensions

UNI-EN 12845 units with 1 electric main pump
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D C

DN1

DN2

E

F G
 m

a
x

DN1

B1 B1

B

A max

3.93.131.2

DN3

Unit designation DimensionsConnections
mm

Main pump Jockey pump DN 1 DN 2 DN 3 A B B1 C D E F G

AUE 21 -   32/160A/A NG 5/18E 50 65 G 1 1/2 1200 1350 450 835 240 317 1160 1500
AUE 21 -   32/200C/A NG 5/16E 855 345 1210
AUE 21 -   32/200A/A NG 6/18E

50 65 G 1 1/2 1200 1350 450
915

240
360 1225

1500

AUE 21 -   40/160B/A NG 5/18E 835
AUE 21 -   40/160A/A NG 5/18E

65 80 G 1 1/2 1200 1350 450
855

240 317 1295 1530

AUE 21 -   40/200C/A NG 5/16E 855
AUE 21 -   40/200B/A NG 6/18E 915
AUE 21 -   40/200AR/A NG 6/18E

65 80 G 1 1/2 1200 1350 450
915

240 360 1360 1600

AUE 21 -   40/200A/A NG 6/18E 915
AUE 21 -   40/250C/A NG 7/18E 955
AUE 21 -   40/250B/A NG 7/16E 65 80 G 1 1/2 1200 1550 450 1060 240 380 1425 1660
AUE 21 -   40/250A/A NG 7/16E 1060
AUE 21 -   50/160B/A NG 5/18E
AUE 21 -   50/160A/A NG 5/18E

65 100 G 1 1/2 1400 1500 550 915 240 360 1395 1615

AUE 21 -   50/200B/A NG 5/16E 955
AUE 21 -   50/200A/A NG 6/18E

65 100 G 1 1/2 1400 1500 550
1060

240 360 1415 1635

AUE 21 -   50/250C/A NG 6/18E 1060
AUE 21 -   50/250B/A NG 7/16E 65 100 G 1 1/2 1400 1550 550 1060 240 380 1460 1700
AUE 21 -   50/250A/A NG 7/16E 1100
AUE 21 -   50M/E/A NG 6/18E 1060
AUE 21 -   50M/D/A NG 6/18E 65 100 G 1 1/2 1400 1550 550 1100 240 380 1460 1700
AUE 21 -   50M/C/A NG 7/18E 1100
AUE 21 -   65/160B/A NG 5/18E
AUE 21 -   65/160A/A NG 5/18E

80 125 G 1 1/2 1500 1550 550 1060 240 360 1495 1700

AUE 21 -   65/200C/A NG 5/16E 1100
AUE 21 -   65/200B/A NG 5/16E 80 125 G 1 1/2 1500 1550 550 1140 240 380 1540 1740
AUE 21 -   65/200A/A NG 6/18E 1140
AUE 21 -   65/250C NG 7/18E 1275
AUE 21 -   65/250B NG 7/16E 80 125 G 1 1/2 1500 1550 550 1375 240 410 1595 1795
AUE 21 -   65/250A NMD 25/190AE 1375
AUE 21 -   80/160B/A NG 5/18E 1100
AUE 21 -   80/160A/A NG 5/18E

100 150 G 1 1/2 1500 1550 550
1140

250 380 1655 1840

AUE 21 -   80/200B NG 6/18E 1275
AUE 21 -   80/200A NG 6/18E

100 150 G 1 1/2 1500 1550 550
1375

250 380 1690 1875

AUE 21 -   80/250E NG 6/18E 1275 410 1740 1925
AUE 21 -   80/250D NG 7/18E 1375 410 1740 1925
AUE 21 -   80/250C NG 7/16E 100 150 G 1 1/2 1500 1800 550 1275 250 410 1740 1925
AUE 21 -   80/250B NG 7/16E 1415 485 1815 2000
AUE 21 -   80/250A NMD 25/190AE 1530 515 1845 2030
AUE 21 - 100/200E NG 5/22E 1250 410 1830 1990
AUE 21 - 100/200D NG 6/22E 1275 410 1830 1990
AUE 21 - 100/200C NG 7/22E 125 200 G 1 1/2 1500 1800 550 1375 260 410 1830 1990
AUE 21 - 100/200B NG 7/18E 1375 410 1830 1990
AUE 21 - 100/200A NG 7/18E 1415 485 1905 2065
AUE 21 - 100/250B NG 7/16E 1530 515 1935 2095
AUE 21 - 100/250A NMD 25/190AE

125 200 G 1 1/2 1500 1800 550
1620

260
665 2155 2325

Dimensions

UNI-EN 12845 units with 2 electric main pumps
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UNI-EN 12845 fire-fighting systems 
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UNI-EN 12845 units with 1 main pump (diesel motor)

AUD 11 -   32/160A/A NG 5/18E 4,4 / 2900 12 34 16,8 30 2,7 ÷ 3,3 3 ÷ 3,6

AUD 11 -   32/200C/A NG 5/16E 4,4 / 2900 12 41 16,8 36 3,6 ÷ 4,2 4 ÷ 4,7

AUD 11 -   32/200A/A NG 6/18E 6,5 / 2900 12 54,5 16,8 49 4,7 ÷ 5,4 5 ÷ 5,7

AUD 11 -   40/160B/A NG 5/18E 4,4 / 2900 22,5 29,5 30 25,5 2,3 ÷ 2,9 2,8 ÷ 3,5

AUD 11 -   40/160A/A NG 5/18E 6,5 / 2900 24 35 33 31 2,8 ÷ 3,4 3,3 ÷ 4

AUD 11 -   40/200C/A NG 5/16E 6,5 / 2900 21 41 27 36,5 3,4 ÷ 4 3,8 ÷ 4,4

AUD 11 -   40/200B/A NG 6/18E 6,5 / 2900 24 48 33 40,5 4 ÷ 4,7 4,5 ÷ 5,5

AUD 11 -   40/200AR/A NG 6/18E 7,3 / 2900 21 53 27 49 4,5 ÷ 5,2 5 ÷ 5,7

AUD 11 -   40/200A/A NG 6/18E 10,2 / 2900 29 53 42 40 4,9 ÷ 5,5 5,3 ÷ 6

AUD 11 -   40/250C/A NG 7/18E 10,2 / 2900 24 60 33 52 5,2 ÷ 5,8 5,5 ÷ 6,3

AUD 11 -   40/250B/A NG 7/16E 17 / 2900 24 68 33 62 6,2 ÷ 6,8 6,5 ÷ 7,3

AUD 11 -   40/250A/A NG 7/16E 24,3 / 2900 24 85 33 78 7,6 ÷ 8,2 8 ÷ 8,6

AUD 11 -   50/160B/A NG 5/18E 6,5 / 2900 50 27 66 21 2,1 ÷ 2,7 2,5 ÷ 3,2

AUD 11 -   50/160A/A NG 5/18E 10,2 / 2900 53 33 75 23 2,6 ÷ 3,2 3 ÷ 3,7

AUD 11 -   50/200B/A NG 5/16E 10,2 / 2900 42 44,5 60 37 3,8 ÷ 4,4 4,2 ÷ 4,9

AUD 11 -   50/200A/A NG 6/18E 17 / 2900 42 52 60 45 4,6 ÷ 5,2 5 ÷ 5,7

AUD 11 -   50/250C/A NG 6/18E 17 / 2900 39 54 54 40 5 ÷ 5,6 5,4 ÷ 6

AUD 11 -   50/250B/A NG 7/16E 24,3 / 2900 39 67 54 60 6 ÷ 6,6 6,4 ÷ 7,1

AUD 11 -   50/250A/A NG 7/16E 24,3 / 2900 39 83 54 75 7,5 ÷ 8,2 7,8 ÷ 8,5

AUD 11 -   50M/E/A NG 6/18E 17 / 2900 51 42 75 24 3,8 ÷ 4,4 4,2 ÷ 4,9

AUD 11 -   50M/D/A NG 6/18E 17 / 2900 57 50 84 25 4,6 ÷ 5,3 5 ÷ 5,8

AUD 11 -   50M/C/A NG 7/18E 24,3 / 2900 57 62 84 42 5,7 ÷ 6,4 6,2 ÷ 6,9

AUD 11 -   65/160B/A NG 5/18E 17 / 2900 84 30 120 22 2,4 ÷ 3 2,8 ÷ 3,5

AUD 11 -   65/160A/A NG 5/18E 24,3 / 2900 84 35 120 27 2,8 ÷ 3,4 3,2 ÷ 3,8

AUD 11 -   65/200C/A NG 5/16E 24,3 / 2900 90 38,5 132 27 3,4 ÷ 4 3,8 ÷ 4,5

AUD 11 -   65/200B/A NG 5/16E 24,3 / 2900 90 45,5 132 35 3,9 ÷ 4,5 4,3 ÷ 5

AUD 11 -   65/200A/A NG 6/18E 32,5 / 2900 90 52 132 41,5 4,5 ÷ 5,2 5 ÷ 5,6

AUD 11 -   65/250C NG 7/18E 32,5 / 2900 78 59 108 50 5,4 ÷ 6 5,8 ÷ 6,5

AUD 11 -   65/250B NG 7/16E 48 / 2900 78 76 108 67 7 ÷ 7,6 7,4 ÷ 8

AUD 11 -   65/250A NMD 25/190AE 48 / 2900 78 87 108 78 7,8 ÷ 8,5 8,3 ÷ 9

AUD 11 -   80/160B/A NG 5/18E 17 / 2900 128 31 180 18 2,4 ÷ 3 2,8 ÷ 3,5

AUD 11 -   80/160A/A NG 5/18E 24,3 / 2900 128 36 180 24 2,8 ÷ 3,4 3,3 ÷ 3,9

AUD 11 -   80/200B NG 6/18E 24,3 / 2900 128 42 180 32 3,5 ÷ 4,2 4 ÷ 4,7

AUD 11 -   80/200A NG 6/18E 32,5 / 2900 128 52 180 43 4,5 ÷ 5,2 5 ÷ 5,7

AUD 11 -   80/250E NG 6/18E 24,3 / 2900 128 43 180 29 4,1 ÷ 4,7 4,5 ÷ 5,1

AUD 11 -   80/250D NG 7/18E 32,5 / 2900 134 60 192 41 5,5 ÷ 6,1 5,9 ÷ 6,5

AUD 11 -   80/250C NG 7/16E 48 / 2900 134 67 192 51 6,3 ÷ 6,9 6,8 ÷ 7,4

AUD 11 -   80/250B NG 7/16E 66 / 2900 134 78 192 63 7,2 ÷ 7,9 7,8 ÷ 8,4

AUD 11 -   80/250A NMD 25/190AE 66 / 2900 134 90 192 76 8,3 ÷ 9 8,8 ÷ 9,4

AUD 11 - 100/200E NG 5/22E 24,3 / 2900 174 26 240 19 2 ÷ 2,6 2,4 ÷ 3

AUD 11 - 100/200D NG 6/22E 24,3 / 2900 189 31 270 19 2,5 ÷ 3,2 3 ÷ 3,7

AUD 11 - 100/200C NG 7/22E 32,5 / 2900 204 39 300 22 3,5 ÷ 4,1 3,9 ÷ 4,6

AUD 11 - 100/200B NG 7/18E 48 / 2900 204 48 300 32 4,4 ÷ 5 4,8 ÷ 5,5

AUD 11 - 100/200A NG 7/18E 66 / 2900 204 57 300 42 4,8 ÷ 5,5 5,4 ÷ 6

AUD 11 - 100/250B NG 7/16E 66 / 2900 204 65 300 48 6 ÷ 6,8 6,6 ÷ 7,3

AUD 11 - 100/250A NMD 25/190AE 99 / 2900 204 85 300 67 7,8 ÷ 8,5 8,2 ÷ 9

Performance

Jockey pump kW

NG 5/16E 1,1 
NG 5/18E 1,1
NG 5/22E 1,1
NG 6/18E 1,5
NG 6/22E 1,5
NG 7/16E 2,2
NG 7/18E 2,2
NMD 25/190AE 4

Diesel motors kW*

RY75/15LD350 4,4
RY110/15LD440 6,5
RY125/15LD500 7,3
MD190/25LD425-2 10,2
RD290/9LD625-2 17
SP420/11LD626-3 24,3
D703E0 32,5
D703TE0 48
D725TPE2 66
D756IPE2 99

* Continuous rating overloading capacity, NA curve.
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pump

m3/h          m

Average capacity
pump

m3/h           m

Unit designation

Main pump Jockey pump

Power

kW

Pressure switch settings

Main pump 
bar

Jockey pump 
bar



AUED 21 -   32/160A/A -   32/160A/A NG 5/18E 3 4,4 / 2900 12 34 16,8 30 2,7 ÷ 3,3 2,3 ÷ 2,9 3 ÷ 3,6

AUED 21 -   32/200C/A -   32/200C/A NG 5/16E 4 4,4 / 2900 12 41 16,8 36 3,6 ÷ 4,2 3,2 ÷ 3,8 4 ÷ 4,7

AUED 21 -   32/200A/A -   32/200A/A NG 6/18E 5,5 6,5 / 2900 12 54,5 16,8 49 4,7 ÷ 5,4 4,3 ÷ 5 5 ÷ 5,7

AUED 21 -   40/160B/A -   40/160B/A NG 5/18E 4 4,4 / 2900 22,5 29,5 30 25,5 2,3 ÷ 2,9 1,9 ÷ 2,5 2,8 ÷ 3,5

AUED 21 -   40/160A/A -   40/160A/A NG 5/18E 5,5 6,5 / 2900 24 35 33 31 2,8 ÷ 3,4 2,4 ÷ 3 3,3 ÷ 4

AUED 21 -   40/200C/A -   40/200C/A NG 5/16E 5,5 6,5 / 2900 21 41 27 36,5 3,4 ÷ 4 3 ÷ 3,6 3,8 ÷ 4,4

AUED 21 -   40/200B/A -   40/200B/A NG 6/18E 7,5 6,5 / 2900 24 48 33 40,5 4 ÷ 4,7 3,6 ÷ 4,3 4,5 ÷ 5,5

AUED 21 -   40/200AR/A -   40/200AR/A NG 6/18E 7,5 7,3 / 2900 21 53 27 49 4,5 ÷ 5,2 4,1 ÷ 4,8 5 ÷ 5,7

AUED 21 -   40/200A/A -   40/200A/A NG 6/18E 9,2 10,2 / 2900 29 53 42 40 4,9 ÷ 5,5 4,5 ÷ 5,1 5,3 ÷ 6

AUED 21 -   40/250C/A -   40/250C/A NG 7/18E 11 10,2 / 2900 24 60 33 52 5,2 ÷ 5,8 4,8 ÷ 5,4 5,5 ÷ 6,3

AUED 21 -   40/250B/A -   40/250B/A NG 7/16E 15 17 / 2900 24 68 33 62 6,2 ÷ 6,8 5,8 ÷ 6,4 6,5 ÷ 7,3

AUED 21 -   40/250A/A -   40/250A/A NG 7/16E 18,5 24,3 / 2900 24 85 33 78 7,6 ÷ 8,2 7,2 ÷ 7,8 8 ÷ 8,6

AUED 21 -   50/160B/A -   50/160B/A NG 5/18E 5,5 6,5 / 2900 50 27 66 21 2,1 ÷ 2,7 1,7 ÷ 2,3 2,5 ÷ 3,2

AUED 21 -   50/160A/A -   50/160A/A NG 5/18E 9,2 10,2 / 2900 53 33 75 23 2,6 ÷ 3,2 2,2 ÷ 2,8 3 ÷ 3,7

AUED 21 -   50/200B/A -   50/200B/A NG 5/16E 11 10,2 / 2900 42 44,5 60 37 3,8 ÷ 4,4 3,4 ÷ 4 4,2 ÷ 4,9

AUED 21 -   50/200A/A -   50/200A/A NG 6/18E 15 17 / 2900 42 52 60 45 4,6 ÷ 5,2 4,2 ÷ 4,8 5 ÷ 5,7

AUED 21 -   50/250C/A -   50/250C/A NG 6/18E 15 17 / 2900 39 54 54 40 5 ÷ 5,6 4,6 ÷ 5,2 5,4 ÷ 6

AUED 21 -   50/250B/A -   50/250B/A NG 7/16E 18,5 24,3 / 2900 39 67 54 60 6 ÷ 6,6 5,6 ÷ 6,2 6,4 ÷ 7,1

AUED 21 -   50/250A/A -   50/250A/A NG 7/16E 22 24,3 / 2900 39 83 54 75 7,5 ÷ 8,2 7,1 ÷ 7,8 7,8 ÷ 8,5

AUED 21 -   50M/E/A    -   50M/E/A NG 6/18E 15 17 / 2900 51 42 75 24 3,8 ÷ 4,4 3,4 ÷ 4 4,2 ÷ 4,9

AUED 21 -   50M/D/A   -    50M/D/A NG 6/18E 18,5 17 / 2900 57 50 84 25 4,6 ÷ 5,3 4,2 ÷ 4,9 5 ÷ 5,8

AUED 21 -   50M/C/A   -    50M/C/A NG 7/18E 22 24,3 / 2900 57 62 84 42 5,7 ÷ 6,4 5,3 ÷ 6 6,2 ÷ 6,9

AUED 21 -   65/160B/A -   65/160B/A NG 5/18E 15 17 / 2900 84 30 120 22 2,4 ÷ 3 2 ÷ 2,6 2,8 ÷ 3,5

AUED 21 -   65/160A/A -   65/160A/A NG 5/18E 18,5 24,3 / 2900 84 35 120 27 2,8 ÷ 3,4 2,4 ÷ 3 3,2 ÷ 3,8

AUED 21 -   65/200C/A -   65/200C/A NG 5/16E 18,5 24,3 / 2900 90 38,5 132 27 3,4 ÷ 4 3 ÷ 3,6 3,8 ÷ 4,5

AUED 21 -   65/200B/A -   65/200B/A NG 5/16E 22 24,3 / 2900 90 45,5 132 35 3,9 ÷ 4,5 3,5 ÷ 4,1 4,3 ÷ 5

AUED 21 -   65/200A/A -   65/200A/A NG 6/18E 30 32,5 / 2900 90 52 132 41,5 4,5 ÷ 5,2 4,1 ÷ 4,8 5 ÷ 5,6

AUED 21 -   65/250C -   65/250C NG 7/18E 30 32,5 / 2900 78 59 108 50 5,4 ÷ 6 5 ÷ 5,6 5,8 ÷ 6,5

AUED 21 -   65/250B -   65/250B NG 7/16E 37 48 / 2900 78 76 108 67 7 ÷ 7,6 6,6 ÷ 7,2 7,4 ÷ 8

AUED 21 -   65/250A -   65/250A NMD 25/190AE 45 48 / 2900 78 87 108 78 7,8 ÷ 8,5 7,4 ÷ 8,1 8,3 ÷ 9

AUED 21 -   80/160B/A -   80/160B/A NG 5/18E 18,5 17 / 2900 128 31 180 18 2,4 ÷ 3 2 ÷ 2,6 2,8 ÷ 3,5

AUED 21 -   80/160A/A -   80/160A/A NG 5/18E 22 24,3 / 2900 128 36 180 24 2,8 ÷ 3,4 2,4 ÷ 3 3,3 ÷ 3,9

AUED 21 -   80/200B -   80/200B NG 6/18E 30 24,3 / 2900 128 42 180 32 3,5 ÷ 4,2 3,1 ÷ 3,8 4 ÷ 4,7

AUED 21 -   80/200A -   80/200A NG 6/18E 37 32,5 / 2900 128 52 180 43 4,5 ÷ 5,2 4,1 ÷ 4,8 5 ÷ 5,7

AUED 21 -   80/250E -   80/250E NG 6/18E 30 24,3 / 2900 128 43 180 29 4,1 ÷ 4,7 3,7 ÷ 4,3 4,5 ÷ 5,1

AUED 21 -   80/250D -   80/250D NG 7/18E 37 32,5 / 2900 134 56 192 41 5,5 ÷ 6,1 5,1 ÷ 5,7 5,9 ÷ 6,5

AUED 21 -   80/250C -   80/250C NG 7/16E 45 48 / 2900 134 67 192 51 6,3 ÷ 6,9 5,9 ÷ 6,5 6,8 ÷ 7,4

AUED 21 -   80/250B -   80/250B NG 7/16E 55 66 / 2900 134 78 192 63 7,2 ÷ 7,9 6,8 ÷ 7,5 7,8 ÷ 8,4

AUED 21 -   80/250A -   80/250A NMD 25/190AE 75 66 / 2900 134 90 192 76 8,3 ÷ 9 7,9 ÷ 8,6 8,8 ÷ 9,4

AUED 21 - 100/200E - 100/200E NG 5/22E 22 24,3 / 2900 174 26 240 19 2 ÷ 2,6 1,6 ÷ 2,2 2,4 ÷ 3

AUED 21 - 100/200D - 100/200D NG 6/22E 30 24,3 / 2900 189 31 270 19 2,5 ÷ 3,2 2,1 ÷ 2,8 3 ÷ 3,7

AUED 21 - 100/200C - 100/200C NG 7/22E 37 32,5 / 2900 204 39 300 22 3,5 ÷ 4,1 3,1 ÷ 3,7 3,9 ÷ 4,6

AUED 21 - 100/200B - 100/200B NG 7/18E 45 48 / 2600 204 48 300 32 4,4 ÷ 5 4 ÷ 4,6 4,8 ÷ 5,5

AUED 21 - 100/200A - 100/200A NG 7/18E 55 66 / 2900 204 57 300 42 4,8 ÷ 5,5 4,4 ÷ 5,1 5,4 ÷ 6

AUED 21 - 100/250B - 100/250B NG 7/16E 75 66 / 2900 204 65 300 48 6 ÷ 6,8 5,6 ÷ 6,4 6,6 ÷ 7,3

AUED 21 - 100/250A - 100/250A NMD 25/190AE 92 99 / 2900 204 85 300 67 7,8 ÷ 8,5 7,4 ÷ 8,1 8,2 ÷ 9

Max. capacity 
of one pump

m3/h       m

Average capacity
of one pump

m3/h          m

Unit designation

Jockey pump

Motors power

electric     diesel

kW    kW / giri-rpm

Pressure switch settings

Pump 
1

bar

Pump 
2

bar

Jockey pump

bar

Performance

UNI-EN 12845 units with 2 main pumps (electric and diesel motors)

Pumps  
Electric       diesel

Jockey pump kW

NG 5/16E 1,1 
NG 5/18E 1,1
NG 5/22E 1,1
NG 6/18E 1,5
NG 6/22E 1,5
NG 7/16E 2,2
NG 7/18E 2,2
NMD 25/190AE 4

Diesel motors kW*

RY75/15LD350 4,4
RY110/15LD440 6,5
RY125/15LD500 7,3
MD190/25LD425-2 10,2
RD290/9LD625-2 17
SP420/11LD626-3 24,3
D703E0 32,5
D703TE0 48
D725TPE2 66
D756IPE2 99

* Continuous rating overloading capacity, NA curve.
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Unit designation DimensionsConnections
mm

Main pump Jockey pump DN 1 DN 2 DN 3 A B B1 C D E F G

AUD 11 -   32/160A/A NG 5/18E 50 G2 G 1 1/2 1150 1000 500 900 240 532 1470 1695
AUD 11 -   32/200C/A NG 5/16E
AUD 11 -   32/200A/A NG 6/18E

50 G2 G 1 1/2 1150 1000 500 950 240 560 1520 1745

AUD 11 -   40/160B/A NG 5/18E 1000
AUD 11 -   40/160A/A NG 5/18E

65 65 G 1 1/2 1200
1050

500 950 240 532 1620 1860

AUD 11 -   40/200C/A NG 5/16E 560 1670 1910
AUD 11 -   40/200B/A NG 6/18E 560 1670 1910
AUD 11 -   40/200AR/A NG 6/18E

65 65 G 1 1/2 1200 1050 500 1000 240
570 1680 1920

AUD 11 -   40/200A/A NG 6/18E 570 1680 1920
AUD 11 -   40/250C/A NG 7/18E 590 1745 1985
AUD 11 -   40/250B/A NG 7/16E 65 65 G 1 1/2 1200 1050 500 1200 240 605 1760 2000
AUD 11 -   40/250A/A NG 7/16E 605 1760 2000
AUD 11 -   50/160B/A NG 5/18E
AUD 11 -   50/160A/A NG 5/18E

65 80 G 1 1/2 1250 1050 550 1000 240 570 1720 1955

AUD 11 -   50/200B/A NG 5/16E 570 1740 1975
AUD 11 -   50/200A/A NG 6/18E

65 80 G 1 1/2 1250 1050 550 1200 240
585 1755 1990

AUD 11 -   50/250C/A NG 6/18E 1200 605 1800 2035
AUD 11 -   50/250B/A NG 7/16E 65 80 G 1 1/2 1250 1050 550 1200 240 605 1800 2035
AUD 11 -   50/250A/A NG 7/16E 1400 625 1820 2055
AUD 11 -   50M/E/A NG 6/18E 1200 605 1805 2040
AUD 11 -   50M/D/A NG 6/18E 65 80 G 1 1/2 1250 1050 550 1200 240 605 1805 2040
AUD 11 -   50M/C/A NG 7/18E 1400 625 1825 2060
AUD 11 -   65/160B/A NG 5/18E
AUD 11 -   65/160A/A NG 5/18E

80 100 G 1 1/2 1300 1200 550 1200 240 585 1840 2055

AUD 11 -   65/200C/A NG 5/16E 605 1885 2100
AUD 11 -   65/200B/A NG 5/16E 80 100 G 1 1/2 1300 1200 550 1400 240 625 1905 2120
AUD 11 -   65/200A/A NG 6/18E 625 1905 2120
AUD 11 -   65/250C NG 7/18E 1500 645 1950 2165
AUD 11 -   65/250B NG 7/16E 80 100 G 1 1/2 1300 1200 550 1750 240 665 1970 2185
AUD 11 -   65/250A NMD 25/190AE 1750 665 1970 2185
AUD 11 -   80/160B/A NG 5/18E 605 2035 2235
AUD 11 -   80/160A/A NG 5/18E

100 125 G 1 1/2 1300 1200 550 1500 250
625 2055 2255

AUD 11 -   80/200B NG 6/18E 1200 645 2110 2310
AUD 11 -   80/200A NG 6/18E

100 125 G 1 1/2 1300
1250

550 1700 250
665 2130 2330

AUD 11 -   80/250E NG 6/18E 1200 1500 645 2130 2330
AUD 11 -   80/250D NG 7/18E 1250 1750 665 2150 2350
AUD 11 -   80/250C NG 7/16E 100 125 G 1 1/2 1300 1250 550 1750 250 665 2150 2350
AUD 11 -   80/250B NG 7/16E 1350 1750 665 2150 2350
AUD 11 -   80/250A NMD 25/190AE 1250 1750 665 2150 2350
AUD 11 - 100/200E NG 5/22E 1250 1500 645 2220 2405
AUD 11 - 100/200D NG 6/22E 1250 1500 645 2220 2405
AUD 11 - 100/200C NG 7/22E 125 150 G 1 1/2 1500 1250 700 1750 260 665 2240 2425
AUD 11 - 100/200B NG 7/18E 1250 1750 665 2240 2425
AUD 11 - 100/200A NG 7/18E 1300 1750 665 2240 2425
AUD 11 - 100/250B NG 7/16E 1250 1750 690 2265 2450
AUD 11 - 100/250A NMD 25/190AE

125 150 G 1 1/2 1500
1350

700
1900

260
735 2310 2495

3.93.131.3

D C B1

A max

E

F

G

DN3

DN2

DN1

B

Dimensions

UNI-EN 12845 units with 1 main pump (diesel motor)
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Unit designation DimensionsConnections 
mm

Main 
pump Electric       Diesel Jockey pump DN 1 DN 2 DN 3 A B B1 C D E F G

AUED 21 -   32/160A/A -   32/160A/A NG 5/18E 50 65 G 1 1/2 1450 1400 450 900 240 532 1480 1695
AUED 21 -   32/200C/A -   32/200C/A NG 5/16E
AUED 21 -   32/200A/A -   32/200A/A NG 6/18E

50 65 G 1 1/2 1450 1400 450 950 240 560 1530 1745

AUED 21 -   40/160B/A -   40/160B/A NG 5/18E 1400
AUED 21 -   40/160A/A -   40/160A/A NG 5/18E

65 80 G 1 1/2 1500
1450

450 950 240 532 1625 1860

AUED 21 -   40/200C/A -   40/200C/A NG 5/16E 560 1675 1910
AUED 21 -   40/200B/A -   40/200B/A NG 6/18E 560 1675 1910
AUED 21 -   40/200AR/A -  40/200AR/A NG 6/18E

65 80 G 1 1/2 1500 1450 450 1000 240
570 1685 1920

AUED 21 -   40/200A/A -   40/200A/A NG 6/18E 570 1685 1920
AUED 21 -   40/250C/A -   40/250C/A NG 7/18E 590 1750 1985
AUED 21 -   40/250B/A -   40/250B/A NG 7/16E 65 80 G 1 1/2 1500 1450 450 1200 240 605 1765 2000
AUED 21 -   40/250A/A -   40/250A/A NG 7/16E 605 1765 2000
AUED 21 -   50/160B/A -   50/160B/A NG 5/18E
AUED 21 -   50/160A/A -   50/160A/A NG 5/18E

65 100 G 1 1/2 1700 1600 550 1000 240 570 1745 1955

AUED 21 -   50/200B/A -   50/200B/A NG 5/16E 570 1755 1975
AUED 21 -   50/200A/A -   50/200A/A NG 6/18E

65 100 G 1 1/2 1700 1600 550 1200 240
585 1770 1990

AUED 21 -   50/250C/A -   50/250C/A NG 6/18E 1200 605 1815 2035
AUED 21 -   50/250B/A -   50/250B/A NG 7/16E 65 100 G 1 1/2 1700 1600 550 1200 240 605 1815 2035
AUED 21 -   50/250A/A -   50/250A/A NG 7/16E 1400 625 1835 2055
AUED 21 -   50M/E/A    -   50M/E/A NG 6/18E 1200 605 1820 2040
AUED 21 -   50M/D/A    -   50M/D/A NG 6/18E 65 100 G 1 1/2 1700 1600 550 1200 240 605 1820 2040
AUED 21 -   50M/C/A    -   50M/C/A NG 7/18E 1400 625 1830 2060
AUED 21 -   65/160B/A -   65/160B/A NG 5/18E
AUED 21 -   65/160A/A -   65/160A/A NG 5/18E

80 125 G 1 1/2 1800 1750 550 1200 240 585 1855 2055

AUED 21 -   65/200C/A -   65/200C/A NG 5/16E 605 1900 2100
AUED 21 -   65/200B/A -   65/200B/A NG 5/16E 80 125 G 1 1/2 1800 1750 550 1400 240 625 1920 2120
AUED 21 -   65/200A/A -   65/200A/A NG 6/18E 625 1920 2120
AUED 21 -   65/250C    -   65/250C NG 7/18E 1500 645 1965 2165
AUED 21 -   65/250B    -   65/250B NG 7/16E 80 125 G 1 1/2 1800 1750 550 1750 240 665 1985 2185
AUED 21 -   65/250A    -   65/250A NMD 25/190AE 1750 665 1985 2185
AUED 21 -   80/160B/A -   80/160B/A NG 5/18E 605 2050 2235
AUED 21 -   80/160A/A -   80/160A/A NG 5/18E

100 150 G 1 1/2 1800 1750 550 1500 250
625 2070 2255

AUED 21 -   80/200B    -   80/200B NG 6/18E 645 2125 2310
AUED 21 -   80/200A    -   80/200A NG 6/18E

100 150 G 1 1/2 1800 1800 550 1700 250
665 2145 2330

AUED 21 -   80/250E    -   80/250E NG 6/18E 1750 1500 645 2145 2330
AUED 21 -   80/250D    -   80/250D NG 7/18E 1800 1750 665 2165 2350
AUED 21 -   80/250C    -   80/250C NG 7/16E 100 150 G 1 1/2 1800 1800 550 1750 250 665 2165 2350
AUED 21 -   80/250B    -   80/250B NG 7/16E 1900 1750 665 2165 2350
AUED 21 -   80/250A    -   80/250A NMD 25/190AE 1800 1750 665 2165 2350
AUED 21 - 100/200E    - 100/200E NG 5/22E 1500 645 2245 2405
AUED 21 - 100/200D    - 100/200D NG 6/22E 1500 645 2245 2405
AUED 21 - 100/200C    - 100/200C NG 7/22E 125 200 G 1 1/2 2150 1850 700 1700 260 665 2265 2425
AUED 21 - 100/200B    - 100/200B NG 7/18E 1700 665 2265 2425
AUED 21 - 100/200A    - 100/200A NG 7/18E 1700 665 2265 2425
AUED 21 - 100/250B    - 100/250B NG 7/16E 1750 690 2290 2450
AUED 21 - 100/250A    - 100/250A NMD 25/190AE

125 200 G 1 1/2 2150 2200 700
1900

260
735 2335 2495

DN1

DN2

E

F

G

DN1

B1 B1

B

3.93.131.4

DN3

D C

A max

Dimensions

UNI-EN 12845 units with 2 main pumps (electric and diesel motor)
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UNI-EN 12845 units with 1 multi-stage vertical electric main pump

AUE 11 - MXV 32-404 MXV 25-205 1,1 + 0,75 5 32 8 14 3,4 ÷ 4,0 3,7 ÷ 4,3

AUE 11 - MXV 32-405 MXV 25-206 1,1 + 1,1 5 41 8 18 4,5 ÷ 5,1 4,8 ÷ 5,4

AUE 11 - MXV 32-406 MXV 25-206 1,5 + 1,1 5 49 8 22 5,4 ÷ 6,0 5,7 ÷ 6,3

AUE 11 - MXV 32-407 MXV 25-207 1,5 + 1,1 5 58 8 26 6,4 ÷ 7,0 6,7 ÷ 7,3

AUE 11 - MXV 32-408 MXV 25-208 2,2 + 1,5 5 66 8 30 7,4 ÷ 8,0 7,7 ÷ 8,3

AUE 11 - MXV 32-410 MXV 25-210 2,2 + 1,5 5 83 8 38 9,0 ÷ 9,6 9,4 ÷ 10

AUE 11 - MXV 40-804 MXV 25-205 1,5 + 0,75 9 37 13 21 3,7 ÷ 4,3 4,0 ÷ 4,6

AUE 11 - MXV 40-805 MXV 25-206 2,2 + 1,1 9 47 13 26 4,8 ÷ 5,4 5,1 ÷ 5,7

AUE 11 - MXV 40-806 MXV 25-207 2,2 + 1,1 9 56 13 31 5,8 ÷ 6,4 6,1 ÷ 6,7

AUE 11 - MXV 40-807 MXV 25-208 3 + 1,5 9 66 13 36 6,8 ÷ 7,4 7,1 ÷ 7,7

AUE 11 - MXV 40-808 MXV 25-210 3 + 1,5 9 75 13 42 7,5 ÷ 8,1 7,8 ÷ 8,4

AUE 11 - MXV 40-810 MXV 25-210 4 + 1,5 9 94 13 52 9,0 ÷ 9,6 9,4 ÷ 10

AUE 11 - MXV 50-1603 MXV 25-205 3 + 0,75 16 41 24 20 4,0 ÷ 4,6 4,4 ÷ 5,0

AUE 11 - MXV 50-1604 MXV 25-207 4 + 1,1 16 55 24 27 5,5 ÷ 6,1 5,9 ÷ 6,5

AUE 11 - MXV 50-1605 MXV 25-208 5,5 + 1,5 16 69 24 33 7,0 ÷ 7,6 7,4 ÷ 8,0

AUE 11 - MXV 50-1606 MXV 25-210 5,5 + 1,5 16 83 24 40 8,5 ÷ 9,1 8,9 ÷ 9,5

AUE 11 - MXV 50-1607 MXV 25-212 7,5 + 2,2 16 97 24 47 9,0 ÷ 9,6 9,4 ÷ 10

AUE 11 - MXV 65-3202 MXV 25-204 4 + 0,75 30 29 44 17 2,8 ÷ 3,4 3,2 ÷ 3,8

AUE 11 - MXV 65-3203 MXV 25-206 5,5 + 1,1 30 43 44 25 4,5 ÷ 5,1 4,9 ÷ 5,5

AUE 11 - MXV 65-3204 MXV 25-207 7,5 + 1,1 30 58 44 35 6,0 ÷ 6,6 6,4 ÷ 7,0

AUE 11 - MXV 65-3205 MXV 25-210 11 + 1,5 30 73 44 44 7,5 ÷ 8,1 7,9 ÷ 8,5

AUE 11 - MXV 65-3206 MXV 25-210 11 + 1,5 30 87 44 52 9,0 ÷ 9,6 9,4 ÷ 10

AUE 11 - MXV 80-4802 MXV 25-205 5,5 + 0,75 40 30 60 17 3,0 ÷ 3,6 3,3 ÷ 3,9

AUE 11 - MXV 80-4803 MXV 25-206 7,5 + 1,1 40 45 60 26 4,8 ÷ 5,4 5,1 ÷ 5,7

AUE 11 - MXV 80-4804 MXV 25-208 11 + 1,5 40 59 60 35 6,5 ÷ 7,1 6,8 ÷ 7,4

AUE 11 - MXV 80-4805 MXV 25-210 15 + 1,5 40 74 60 44 8,0 ÷ 8,6 8,3 ÷ 8,9

AUE 11 - MXV 80-4806 MXV 25-212 15 + 2,2 40 89 60 53 9,0 ÷ 9,6 9,4 ÷ 10

Max. capacity
pump

m3/h          m

Average capacity
pump

m3/h           m

Unit designation

Main pump Jockey pump 

Power

kW

Pressure switch settings 

Main pump 
bar

Jockey pump 
bar

U.S. g.p.m.
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UNI-EN 12845 units with 2 multi-stage vertical electric main pumps

AUE 21 - MXV 32-404 MXV 25-205 1,1 + 1,1 + 0,75 5 32 8 14 3,4 ÷ 4,0 3,1 ÷ 3,7 3,7 ÷ 4,3

AUE 21 - MXV 32-405 MXV 25-206 1,1 + 1,1 + 1,1 5 41 8 18 4,5 ÷ 5,1 4,2 ÷ 4,8 4,8 ÷ 5,4

AUE 21 - MXV 32-406 MXV 25-206 1,5 + 1,5 + 1,1 5 49 8 22 5,4 ÷ 6,0 5,1 ÷ 5,7 5,7 ÷ 6,3

AUE 21 - MXV 32-407 MXV 25-207 1,5 + 1,5 + 1,1 5 58 8 26 6,4 ÷ 7,0 6,0 ÷ 6,6 6,7 ÷ 7,3

AUE 21 - MXV 32-408 MXV 25-208 2,2 + 2,2 + 1,5 5 66 8 30 7,4 ÷ 8,0 7,0 ÷ 7,6 7,7 ÷ 8,3

AUE 21 - MXV 32-410 MXV 25-210 2,2 + 2,2 + 1,5 5 83 8 38 9,0 ÷ 9,6 8,5 ÷ 9,1 9,4 ÷ 10

AUE 21 - MXV 40-804 MXV 25-205 1,5 + 1,5 + 0,75 9 37 13 21 3,7 ÷ 4,3 3,4 ÷ 4,0 4,0 ÷ 4,6

AUE 21 - MXV 40-805 MXV 25-206 2,2 + 2,2 + 1,1 9 47 13 26 4,8 ÷ 5,4 4,5 ÷ 5,1 5,1 ÷ 5,7

AUE 21 - MXV 40-806 MXV 25-207 2,2 + 2,2 + 1,1 9 56 13 31 5,8 ÷ 6,4 5,5 ÷ 6,1 6,1 ÷ 6,7

AUE 21 - MXV 40-807 MXV 25-208 3 + 3 + 1,5 9 66 13 36 6,8 ÷ 7,4 6,4 ÷ 7,0 7,1 ÷ 7,7

AUE 21 - MXV 40-808 MXV 25-210 3 + 3 + 1,5 9 75 13 42 7,5 ÷ 8,1 7,0 ÷ 7,6 7,8 ÷ 8,4

AUE 21 - MXV 40-810 MXV 25-210 4 + 4 + 1,5 9 94 13 52 9,0 ÷ 9,6 8,5 ÷ 9,1 9,4 ÷ 10

AUE 21 - MXV 50-1603 MXV 25-205 3 + 3 + 0,75 16 41 24 20 4 ÷ 4,6 3,7 ÷ 4,3 4,4 ÷ 5,0

AUE 21 - MXV 50-1604 MXV 25-207 4 + 4 + 1,1 16 55 24 27 5,5 ÷ 6,1 5,2 ÷ 5,8 5,9 ÷ 6,5

AUE 21 - MXV 50-1605 MXV 25-208 5,5 + 5,5 + 1,5 16 69 24 33 7,0 ÷ 7,6 6,5 ÷ 7,1 7,4 ÷ 8,0

AUE 21 - MXV 50-1606 MXV 25-210 5,5 + 5,5 + 1,5 16 83 24 40 8,5 ÷ 9,1 8,0 ÷ 8,6 8,9 ÷ 9,5

AUE 21 - MXV 50-1607 MXV 25-212 7,5 + 7,5 + 2,2 16 97 24 47 9,0 ÷ 9,6 8,5 ÷ 9,1 9,4 ÷ 10

AUE 21 - MXV 65-3202 MXV 25-204 4 + 4 + 0,75 30 29 44 17 2,8 ÷ 3,4 2,5 ÷ 3,1 3,2 ÷ 3,8

AUE 21 - MXV 65-3203 MXV 25-206 5,5 + 5,5 + 1,1 30 43 44 25 4,5 ÷ 5,1 4,1 ÷ 4,7 4,9 ÷ 5,5

AUE 21 - MXV 65-3204 MXV 25-207 7,5 + 7,5 + 1,1 30 58 44 35 6 ÷ 6,6 5,5 ÷ 6,1 6,4 ÷ 7,0

AUE 21 - MXV 65-3205 MXV 25-210 11 + 11 + 1,5 30 73 44 44 7,5 ÷ 8,1 7,0 ÷ 7,6 7,9 ÷ 8,5

AUE 21 - MXV 65-3206 MXV 25-210 11 + 11 + 1,5 30 87 44 52 9,0 ÷ 9,6 8,5 ÷ 9,1 9,4 ÷ 10

AUE 21 - MXV 80-4802 MXV 25-205 5,5 + 5,5 + 0,75 40 30 60 17 3,0 ÷ 3,6 2,7 ÷ 3,3 3,3 ÷ 3,9

AUE 21 - MXV 80-4803 MXV 25-206 7,5 + 7,5 + 1,1 40 45 60 26 4,8 ÷ 5,4 4,5 ÷ 5,1 5,1 ÷ 5,7

AUE 21 - MXV 80-4804 MXV 25-208 11 + 11 + 1,5 40 59 60 35 6,5 ÷ 7,1 6,0 ÷ 6,6 6,8 ÷ 7,4

AUE 21 - MXV 80-4805 MXV 25-210 15 + 15 + 1,5 40 74 60 44 8,0 ÷ 8,6 7,5 ÷ 8,1 8,3 ÷ 8,9

AUE 21 - MXV 80-4806 MXV 25-212 15 + 15 + 2,2 40 89 60 53 9,0 ÷ 9,6 8,5 ÷ 9,1 9,4 ÷ 10

Max. capacity
of one pump

m3/h          m

Average capacity
of one pump

m3/h         m

Unit designation

Main pump Jockey pump 

Power

kW

Pressure switch settings

Main pump 
1

bar

Main pump 
2

bar

Jockey pump 

bar

U.S. g.p.m.
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UNI-EN 12845 units with 1 multi-stage vertical electric main pump

Dimensions
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Unit designation

* Suction connection jockey pump

Connections
Dimensions

mm
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UNI-EN 12845 units with 2 multi-stage vertical electric main pumps

Dimensions
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Unit designation

* Suction connection jockey pump

Connections
Dimensions

mm



U.S. g.p.m.
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UNI-EN 12845 fire-fighting systems 

With 1 SD series electric submersible borehole pump

With 2 SD series electric submersible borehole pumps
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UNI-EN 12845 units with 1 SD series submersible borehole main pump

AUE 11 - 4SD 15/9E 4SDF 22/14E 2,2 + 0,75 12 36 21 13 3,7 ÷ 4,3 4,0 ÷ 4,6

AUE 11 - 4SD 15/12E 4SDF 22/21E 3 + 1,1 12 48 21 17 5,0 ÷ 5,6 5,4 ÷ 6,0

AUE 11 - 4SD 15/15E 4SDF 22/21E 3,7 + 1,1 12 59 21 21 6,8 ÷ 7,4 7,2 ÷ 7,8

AUE 11 - 4SD 15/17E 4SDF 22/21E 4 + 1,1 12 67 21 24 7,8 ÷ 8,4 8,2 ÷ 8,8

AUE 11 - 4SD 15/23E 4SDF 22/28E 5,5 + 1,5 12 91 21 32 8,8 ÷ 9,4 9,2 ÷ 9,8

AUE 11 - 6SDN 12/10 4SDF 22/28E 4 + 1,5 10 80 18 37 8,6 ÷ 9,2 9,0 ÷ 9,6

AUE 11 - 6SDN 16/7 4SDF 22/21E 4 + 1,1 14 60 25 18,5 5,6 ÷ 6,2 6,0 ÷ 6,6

AUE 11 - 6SDN 16/10 4SDF 22/28E 5,5 + 1,5 14 85 25 26 7,6 ÷ 8,2 8,0 ÷ 8,6

AUE 11 - 6SDN 21/5 4SDF 22/14E 4 + 0,75 19 43 33 11 4,5 ÷ 5,1 4,8 ÷ 5,4

AUE 11 - 6SDN 21/7 4SDF 22/21E 5,5 + 1,1 19 60 33 16 6,0 ÷ 6,6 6,4 ÷ 7,0

AUE 11 - 6SDN 21/9 4SDF 22/28E 7,5 + 1,5 19 77 33 21 7,5 ÷ 8,1 7,9 ÷ 8,5

AUE 11 - 6SDN 21/11 4SDF 22/28E 9,2 + 1,5 19 94 33 25 9,0 ÷ 9,6 9,4 ÷ 10

AUE 11 - 6SD 18/3 4SDF 46/10E 4 + 0,75 26 30 45 8 2,6 ÷ 3,2 3,0 ÷ 3,6

AUE 11 - 6SD 18/4 4SDF 46/15E 5,5 + 1,1 26 41 45 11 3,8 ÷ 4,4 4,2 ÷ 4,8

AUE 11 - 6SD 18/5 4SDF 46/15E 7,5 + 1,1 26 51 45 13 5,1 ÷ 5,7 5,5 ÷ 6,1

AUE 11 - 6SD 18/6 4SDF 46/21E 9,2 + 1,5 26 62 45 16 6,1 ÷ 6,7 6,5 ÷ 7,1

AUE 11 - 6SD 18/7 4SDF 46/21E 9,2 + 1,5 26 72 45 19 7,1 ÷ 7,7 7,5 ÷ 8,1

AUE 11 - 6SD 18/8 4SDF 46/31E 11 + 2,2 26 83 45 21 7,6 ÷ 8,2 8,0 ÷ 8,6

AUE 11 - 6SD 18/9 4SDF 46/31E 15 + 2,2 26 93 45 24 8,1 ÷ 8,7 8,5 ÷ 9,1

AUE 11 - 6SD 19/2 4SDF 46/10E 4 + 0,75 30 22 54 6 1,3 ÷ 1,9 1,7 ÷ 2,3

AUE 11 - 6SD 19/3 4SDF 46/10E 5,5 + 0,75 30 33 54 9 2,8 ÷ 3,4 3,2 ÷ 3,8

AUE 11 - 6SD 19/4 4SDF 46/15E 7,5 + 1,1 30 45 54 12 4,1 ÷ 4,7 4,5 ÷ 5,1

AUE 11 - 6SD 19/5 4SDF 46/15E 9,2 + 1,1 30 56 54 15 5,6 ÷ 6,2 6,0 ÷ 6,6

AUE 11 - 6SD 19/6 4SDF 46/21E 11 + 1,5 30 67 54 18 6,6 ÷ 7,2 7,0 ÷ 7,6

AUE 11 - 6SD 19/7 4SDF 46/31E 15 + 2,2 30 79 54 21 7,6 ÷ 8,2 8,0 ÷ 8,6

AUE 11 - 6SD 19/8 4SDF 46/31E 15 + 2,2 30 89 54 24 8,1 ÷ 8,7 8,5 ÷ 9,1

AUE 11 - 6SD 20/2 4SDF 46/10E 5,5 + 0,75 35 25 57 11 1,3 ÷ 1,9 1,7 ÷ 2,3

AUE 11 - 6SD 20/3 4SDF 46/10E 7,5 + 0,75 35 38 57 17 2,8 ÷ 3,4 3,2 ÷ 3,8

AUE 11 - 6SD 20/4 4SDF 46/15E 9,2 + 1,1 35 50 57 22 4,1 ÷ 4,7 4,5 ÷ 5,1

AUE 11 - 6SD 20/5 4SDF 46/15E 11 + 1,1 35 62 57 28 5,6 ÷ 6,2 6,0 ÷ 6,6

AUE 11 - 6SD 20/6 4SDF 46/21E 15 + 1,5 35 75 57 34 7,1 ÷ 7,7 7,5 ÷ 8,1

AUE 11 - 6SD 20/7 4SDF 46/31E 15 + 2,2 35 88 57 39 7,6 ÷ 8,2 8,0 ÷ 8,6

AUE 11 - 6SD 20/8 4SDF 46/31E 18,5 + 2,2 35 100 57 45 8,1 ÷ 8,7 8,5 ÷ 9,1

Max. capacity 
pump

m3/h          m

Average capacity
pump

m3/h           m

Unit designation

Main pump Jockey pump

Power

kW

Pressure switch settings

Main pump 
bar

Jockey pump 
bar
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UNI-EN 12845 units with 2 SD series submersible borehole main pumps

AUE 21 - 4SD 15/9E 4SDF 22/14E 2,2 + 2,2 + 0,75 12 36 21 13 3,7 ÷ 4,3 3,4 ÷ 4,0 4,0 ÷ 4,6

AUE 21 - 4SD 15/12E 4SDF 22/21E 3 + 3 + 1,1 12 48 21 17 5,0 ÷ 5,6 4,7 ÷ 5,3 5,4 ÷ 6,0

AUE 21 - 4SD 15/15E 4SDF 22/21E 3,7 + 3,7 + 1,1 12 59 21 21 6,8 ÷ 7,4 6,2 ÷ 6,8 7,2 ÷ 7,8

AUE 21 - 4SD 15/17E 4SDF 22/21E 4 + 4 + 1,1 12 67 21 24 7,8 ÷ 8,4 7,2 ÷ 7,8 8,2 ÷ 8,8

AUE 21 - 4SD 15/23E 4SDF 22/28E 5,5 + 5,5 + 1,5 12 91 21 32 8,8 ÷ 9,4 8,4 ÷ 9,0 9,2 ÷ 9,8

AUE 21 - 6SDN 12/10 4SDF 22/28E 4 + 4 + 1,5 10 80 18 37 8,6 ÷ 9,2 8,2 ÷ 8,8 9,0 ÷ 9,6

AUE 21 - 6SDN 16/7 4SDF 22/21E 4 + 4 + 1,1 14 60 25 18,5 5,6 ÷ 6,2 5,2 ÷ 5,8 6,0 ÷ 6,6

AUE 21 - 6SDN 16/10 4SDF 22/28E 5,5 + 5,5 + 1,5 14 85 25 26 7,6 ÷ 8,2 7,2 ÷ 7,8 8,0 ÷ 8,6

AUE 21 - 6SDN 21/5 4SDF 22/14E 4 + 4 + 0,75 19 43 33 11 4,5 ÷ 5,1 4,0 ÷ 4,6 4,8 ÷ 5,4

AUE 21 - 6SDN 21/7 4SDF 22/21E 5,5 + 5,5 + 1,1 19 60 33 16 6,0 ÷ 6,6 5,5 ÷ 6,1 6,4 ÷ 7,0

AUE 21 - 6SDN 21/9 4SDF 22/28E 7,5 + 7,5 + 1,5 19 77 33 21 7,5 ÷ 8,1 7,0 ÷ 7,6 7,9 ÷ 8,5

AUE 21 - 6SDN 21/11 4SDF 22/28E 9,2 + 9,2 + 1,5 19 94 33 25 9,0 ÷ 9,6 8,5 ÷ 9,1 9,4 ÷ 10

AUE 21 - 6SD 18/3 4SDF 46/10E 4 + 4 + 0,75 26 30 45 8 2,6 ÷ 3,2 2,3 ÷ 2,9 3,0 ÷ 3,6

AUE 21 - 6SD 18/4 4SDF 46/15E 5,5 + 5,5 + 1,1 26 41 45 11 3,8 ÷ 4,4 3,4 ÷ 4,0 4,2 ÷ 4,8

AUE 21 - 6SD 18/5 4SDF 46/15E 7,5 + 7,5 + 1,1 26 51 45 13 5,1 ÷ 5,7 4,7 ÷ 5,3 5,5 ÷ 6,1

AUE 21 - 6SD 18/6 4SDF 46/21E 9,2 + 9,2 + 1,5 26 62 45 16 6,1 ÷ 6,7 5,7 ÷ 6,3 6,5 ÷ 7,1

AUE 21 - 6SD 18/7 4SDF 46/21E 9,2 + 9,2 + 1,5 26 72 45 19 7,1 ÷ 7,7 6,7 ÷ 7,3 7,5 ÷ 8,1

AUE 21 - 6SD 18/8 4SDF 46/31E 11 + 11 + 2,2 26 83 45 21 7,6 ÷ 8,2 7,2 ÷ 7,8 8,0 ÷ 8,6

AUE 21 - 6SD 18/9 4SDF 46/31E 15 + 15 + 2,2 26 93 45 24 8,1 ÷ 8,7 7,7 ÷ 8,3 8,5 ÷ 9,1

AUE 21 - 6SD 19/2 4SDF 46/10E 4 + 4 + 0,75 30 22 54 6 1,3 ÷ 1,9 1,0 ÷ 1,6 1,7 ÷ 2,3

AUE 21 - 6SD 19/3 4SDF 46/10E 5,5 + 5,5 + 0,75 30 33 54 9 2,8 ÷ 3,4 2,5 ÷ 3,1 3,2 ÷ 3,8

AUE 21 - 6SD 19/4 4SDF 46/15E 7,5 + 7,5 + 1,1 30 45 54 12 4,1 ÷ 4,7 3,7 ÷ 4,3 4,5 ÷ 5,1

AUE 21 - 6SD 19/5 4SDF 46/15E 9,2 + 9,2 + 1,1 30 56 54 15 5,6 ÷ 6,2 5,2 ÷ 5,8 6,0 ÷ 6,6

AUE 21 - 6SD 19/6 4SDF 46/21E 11 + 11 + 1,5 30 67 54 18 6,6 ÷ 7,2 6,2 ÷ 6,8 7,0 ÷ 7,6

AUE 21 - 6SD 19/7 4SDF 46/31E 15 + 15 + 2,2 30 79 54 21 7,6 ÷ 8,2 7,2 ÷ 7,8 8,0 ÷ 8,6

AUE 21 - 6SD 19/8 4SDF 46/31E 15 + 15 + 2,2 30 89 54 24 8,1 ÷ 8,7 7,7 ÷ 8,3 8,5 ÷ 9,1

AUE 21 - 6SD 20/2 4SDF 46/10E 5,5 + 5,5 + 0,75 35 25 57 11 1,3 ÷ 1,9 1,0 ÷ 1,6 1,7 ÷ 2,3

AUE 21 - 6SD 20/3 4SDF 46/10E 7,5 + 7,5 + 0,75 35 38 57 17 2,8 ÷ 3,4 2,5 ÷ 3,1 3,2 ÷ 3,8

AUE 21 - 6SD 20/4 4SDF 46/15E 9,2 + 9,2 + 1,1 35 50 57 22 4,1 ÷ 4,7 3,7 ÷ 4,3 4,5 ÷ 5,1

AUE 21 - 6SD 20/5 4SDF 46/15E 11 + 11 + 1,1 35 62 57 28 5,6 ÷ 6,2 5,2 ÷ 5,8 6,0 ÷ 6,6

AUE 21 - 6SD 20/6 4SDF 46/21E 15 + 15 + 1,5 35 75 57 34 7,1 ÷ 7,7 6,7 ÷ 7,3 7,5 ÷ 8,1

AUE 21 - 6SD 20/7 4SDF 46/31E 15 + 15 + 2,2 35 88 57 39 7,6 ÷ 8,2 7,2 ÷ 7,8 8,0 ÷ 8,6

AUE 21 - 6SD 20/8 4SDF 46/31E 18,5 + 18,5 + 2,2 35 100 57 45 8,1 ÷ 8,7 7,7 ÷ 8,3 8,5 ÷ 9,1

Max. capacity 
of one pump

m3/h       m

Average capacity
of one pump

m3/h       m

Unit designation

Main pump Jockey pump

Power

kW

Pressure switch settings

Main pump 
1

bar

Main pump 
2

bar

Jockey pump 

bar
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UNI-EN 12845 units with 1 SD series submersible borehole main pump

Quadro pompa di compensazione 
Control box of jockey pump 

Quadri pompe di alimentazione 
Control boxes of feed-pumps 

DN1 DN2 DNP3 A B1 

AUE 11 - 4SD 15/.. 

AUE 11 - 6SDN 12/.. 

AUE 11 - 6SDN 16/.. 

AUE 11 - 6SDN 21/.. 

AUE 11 - 6SD 18/.. 

AUE 11 - 6SD 19/.. 

AUE 11 - 6SD 20/.. 

G 2

G 2

G 2

G 2

65

65

65

DNP1 

G 2 

G 3 

G 3 

G 3 

G 3 

G 3 

G 3 

G 2

G 2

G 2

G 2

65

65

65

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

DN3 

G 1 

G 1 

G 1 

G 1 

G 1 

G 1 

G 1 

750

750

750

750

800

800

800

500

500

500

500

500

500

500

C 

500 

515 

515 

515 

525 

525 

525 

D 

425 

430 

430 

430 

435 

435 

435 

F 

675 

815 

815 

815 

840 

840 

840 

G 

900 

1055 

1055 

1055 

1075 

1075 

1075 

Designazione gruppo 
Unit designation 

Collegamenti 
Connection 

Dimensioni - Dimensions 
mm 

CALPEDA 

DNP3 

4SD 6SD 

CALPEDA 

DNP1 

3.93.110 

DN2 

F
 

G
 

DN1 

DN3 

B1 

A max 

3.93.131.7 

D C 

300 

250 200 

4
0
0
  

 2
,2

÷
7
,5

 k
W

 

300   2,2÷7,5 kW 200 

5
0
0

  
 9

,2
÷
1
8
,5

 k
W

 

400   9,2÷18,5 kW 

3.93.063 

L 1 L 3 

L 2 

1 
! 1 2 

START STOP 

Dimensions
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Unit designation Connections
Dimensions

Control panel for jockey pump Control panel for main pump



DN1 DN2 DNP3 A B1 

AUE 21 - 4SD 15/.. 

AUE 21 - 6SDN 12/.. 

AUE 21 - 6SDN 16/.. 

AUE 21 - 6SDN 21/.. 

AUE 21 - 6SD 18/.. 

AUE 21 - 6SD 19/.. 

AUE 21 - 6SD 20/.. 

G 2

G 2

G 2

G 2

65

65

65

DNP1 

G 2 

G 3 

G 3 

G 3 

G 3 

G 3 

G 3 

65

65

65

65

80

80

80

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

DN3 

G 1 

G 1 

G 1 

G 1 

G 1 

G 1 

G 1 

1200

1200

1200

1200

1200

1200

1200

450 

450 

450 

450 

550 

550 

550 

C 

515 

525 

525 

525 

540 

540 

540 

D 

425 

430 

430 

430 

435 

435 

435 

F 

690 

830 

830 

830 

855 

855 

855 

G 

900 

1055 

1055 

1055 

1075 

1075 

1075 

Designazione gruppo 
Unit designation 

Collegamenti 
Connection 

Dimensioni - Dimensions 
mm 

Quadro pompa di compensazione 
Control box of jockey pump 

Quadri pompe di alimentazione 
Control boxes of feed-pumps 

CALPEDA 

DNP3 

4SD 6SD 

CALPEDA 

6SD 

CALPEDA 

DNP1 

3.93.110 

DNP1 

3.93.110 

DN2 

F
 

G
 

DN1 DN1 

DN3 

B1 B1 

A max 

3.93.131.8 

D C 

300 

250 200 

4
0
0
  

 2
,2

÷
7
,5

 k
W

 

300   2,2÷7,5 kW 200 

5
0
0

  
 9

,2
÷
1
8
,5

 k
W

 

400   9,2÷18,5 kW 

3.93.063 

L 1 L 3 

L 2 

1 
! 1 2 

START STOP 

L 1 L 3 

L 2 

1 
! 1 2 

START STOP 

Dimensions

UNI-EN 12845  units with 2 SD series submersible borehole main pumps
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Unit designation Connections
Dimensions

Control panel for jockey pump Control panels for main pumps



U.S. g.p.m.

Imp. g.p.m.

U.S. g.p.m.

Imp. g.p.m.
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AUE 11 6SDS 32
...11 

6SDS 
42

...11 
6SDS 58

...11
8SDS
70

...11 8SDS 100

...11 
8SDS 150

...11 
10SDS 

190

...11 
10SDS 

280

...21 
10SDS 

280

...11 
  10

    SDS 
   160

AUE 21 6SDS 32
...21 

6SDS 
42

...21 
6SDS 58

...21
8SDS
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...21 8SDS 100

...21 
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10SDS 
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    SDS 
   160

200
m /h
l/min 300

3

Q 400 500 1000

50 100 200 30040

50 100 200 300 400

200 300 400

2000 3000 4000 5000 6000

500 1000400

500 1000 1500

72.1070

AUE 11

20 40 60 80 100 200

400
m /h
l/min 600

3

Q 800 1000 2000

100 200 400 60080

100 200 400 600 800

400 600 800

4000 6000 8000 10000 12000

1000 2000800
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72.1071

AUE 21

UNI-EN 12845 fire-fighting systems  

With 1 SDS series electric submersible borehole pump 

With 2 SDS series electric submersible borehole pumps 
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UNI-EN 12845 units with 1 SDS series submersible borehole main pump

AUE 11 - 6SDS 32/3 4SDF 46/10E 4 + 0,75 27 31 42 18 2,3 ÷ 2,9 2,7 ÷ 3,3

AUE 11 - 6SDS 32/4 4SDF 46/10E 5,5 + 0,75 27 42 42 24 3,3 ÷ 3,9 3,7 ÷ 4,3

AUE 11 - 6SDS 32/5 4SDF 46/15E 7,5 + 1,1 27 52 42 30 4,6 ÷ 5,2 5,0 ÷ 5,6

AUE 11 - 6SDS 32/6 4SDF 46/21E 7,5 + 1,5 27 63 42 36 5,6 ÷ 6,2 6,0 ÷ 6,6

AUE 11 - 6SDS 32/7 4SDF 46/21E 9,2 + 1,5 27 73 42 42 6,6 ÷ 7,2 7,0 ÷ 7,6

AUE 11 - 6SDS 32/8 4SDF 46/31E 11 + 2,2 27 84 42 48 7,6 ÷ 8,2 8,0 ÷ 8,6

AUE 11 - 6SDS 32/9 4SDF 46/31E 15 + 2,2 27 94 42 54 8,1 ÷ 8,7 8,5 ÷ 9,1

AUE 11 - 6SDS 42/3 4SDF 46/10E 5,5 + 0,75 35 32 51 21 2,8 ÷ 3,4 3,2 ÷ 3,8

AUE 11 - 6SDS 42/4 4SDF 46/10E 7,5 + 0,75 35 43 51 27 3,6 ÷ 4,2 4,0 ÷ 4,6

AUE 11 - 6SDS 42/5 4SDF 46/15E 9,2 + 1,1 35 54 51 34 4,6 ÷ 5,2 5,0 ÷ 5,6

AUE 11 - 6SDS 42/6 4SDF 46/21E 11 + 1,5 35 65 51 41 5,6 ÷ 6,2 6,0 ÷ 6,6

AUE 11 - 6SDS 42/7 4SDF 46/21E 15 + 1,5 35 76 51 48 6,6 ÷ 7,2 7,0 ÷ 7,6

AUE 11 - 6SDS 42/8 4SDF 46/31E 15 + 2,2 35 87 51 55 7,6 ÷ 8,2 8,0 ÷ 8,6

AUE 11 - 6SDS 42/9 4SDF 46/31E 15 + 2,2 35 98 51 62 8,1 ÷ 8,7 8,5 ÷ 9,1

AUE 11 - 6SDS 58/3 4SDF 46/10E 5,5 + 0,75 54 25 80 13 1,8 ÷ 2,4 2,2 ÷ 2,8

AUE 11 - 6SDS 58/4 4SDF 46/10E 7,5 + 0,75 54 33 80 18 2,8 ÷ 3,4 3,2 ÷ 3,8

AUE 11 - 6SDS 58/5 4SDF 46/15E 9,2 + 1,1 54 42 80 22 3,6 ÷ 4,2 4,0 ÷ 4,6

AUE 11 - 6SDS 58/6 4SDF 46/15E 11 + 1,1 54 50 80 27 4,6 ÷ 5,2 5,0 ÷ 5,6

AUE 11 - 6SDS 58/7 4SDF 46/21E 15 + 1,5 54 58 80 31 5,6 ÷ 6,2 6,0 ÷ 6,6

AUE 11 - 6SDS 58/8 4SDF 46/21E 15 + 1,5 54 67 80 36 6,6 ÷ 7,2 7,0 ÷ 7,6

AUE 11 - 6SDS 58/9 4SDF 46/21E 18,5 + 1,5 54 75 80 40 7,1 ÷ 7,7 7,5 ÷ 8,1

AUE 11 - 6SDS 58/10 4SDF 46/31E 18,5 + 2,2 54 84 80 45 7,6 ÷ 8,2 8,0 ÷ 8,6

AUE 11 - 6SDS 58/11 4SDF 46/31E 22 + 2,2 54 92 80 49 8,1 ÷ 8,7 8,5 ÷ 9,1

AUE 11 - 8SDS 70/2 4SDF 46/10E 9,2 + 0,75 55 36 90 20 2,8 ÷ 3,4 3,2 ÷ 3,8

AUE 11 - 8SDS 70/3 4SDF 46/15E 15 + 1,1 55 54 90 30 4,6 ÷ 5,2 5,0 ÷ 5,6

AUE 11 - 8SDS 70/4 4SDF 46/21E 18,5 + 1,5 55 72 90 40 6,6 ÷ 7,2 7,0 ÷ 7,6

AUE 11 - 8SDS 70/5 4SDF 46/31E 22 + 2,2 55 90 90 50 7,6 ÷ 8,2 8,0 ÷ 8,6

AUE 11 - 8SDS 100/2 4SDF 46/10E 11 + 0,75 80 36 125 21 2,6 ÷ 3,2 3,0 ÷ 3,6

AUE 11 - 8SDS 100/3 4SDF 46/15E 18,5 + 1,1 80 54 125 31 4,6 ÷ 5,2 5,0 ÷ 5,6

AUE 11 - 8SDS 100/4 4SDF 46/21E 22 + 1,5 80 72 125 42 6,6 ÷ 7,2 7,0 ÷ 7,6

AUE 11 - 8SDS 100/5 4SDF 46/31E 30 + 2,2 80 90 125 52 7,6 ÷ 8,2 8,0 ÷ 8,6

AUE 11 - 8SDS 100/6 4SDF 46/31E 37 + 2,2 80 108 125 63 8,1 ÷ 8,7 8,5 ÷ 9,1

AUE 11 - 8SDS 150/2 4SDF 46/10E 15 + 0,75 120 30 180 11 2,3 ÷ 2,9 2,7 ÷ 3,3

AUE 11 - 8SDS 150/3 4SDF 46/15E 22 + 1,1 120 45 180 16 3,6 ÷ 4,2 4,0 ÷ 4,6

AUE 11 - 8SDS 150/4 4SDF 46/15E 30 + 1,1 120 60 180 22 5,6 ÷ 6,2 6,0 ÷ 6,6

AUE 11 - 8SDS 150/5 4SDF 46/21E 37 + 1,5 120 75 180 27 6,6 ÷ 7,2 7,0 ÷ 7,6

AUE 11 - 8SDS 150/6 4SDF 46/31E 45 + 2,2 120 90 180 33 7,6 ÷ 8,2 8,0 ÷ 8,6

AUE 11 - 8SDS 150/7 4SDF 46/31E 51 + 2,2 120 105 180 38 8,1 ÷ 8,7 8,5 ÷ 9,1

AUE 11 - 10SDS 160/1 4SDF 46/10E 18,5 + 0,75 135 33 190 20 2,3 ÷ 2,9 2,7 ÷ 3,3

AUE 11 - 10SDS 160/2 4SDF 46/21E 37 + 1,5 135 66 190 40 6,1 ÷ 6,7 6,5 ÷ 7,1

AUE 11 - 10SDS 160/3 4SDF 46/31E 55 + 2,2 145 95 190 60 8,1 ÷ 8,7 8,5 ÷ 9,1

AUE 11 - 10SDS 190/1 4SDF 46/10E 22 + 0,75 180 31 250 19 2,3 ÷ 2,9 2,7 ÷ 3,3

AUE 11 - 10SDS 190/2 4SDF 46/21E 45 + 1,5 180 62 250 39 5,6 ÷ 6,2 6,0 ÷ 6,6

AUE 11 - 10SDS 190/3 4SDF 46/31E 66 + 2,2 180 93 250 59 8,1 ÷ 8,7 8,5 ÷ 9,1

AUE 11 - 10SDS 280/1 4SD 10/6E 26 + 1,1 250 25 350 16 2,4 ÷ 3,0 3,0 ÷ 3,6

AUE 11 - 10SDS 280/2 4SD 10/12E 55 + 2,2 250 49 350 31 5,0 ÷ 5,6 5,5 ÷ 6,1

AUE 11 - 10SDS 280/3 4SD 10/17E 75 + 3 250 73 350 47 7,0 ÷ 7,6 7,5 ÷ 8,1

AUE 11 - 10SDS 280/4 4SD 10/17E 110 + 3 250 97 350 63 9,0 ÷ 9,6 9,5 ÷ 10,1

Max. capacity 
pump

m3/h          m

Average capacity
pump

m3/h           m

Unit designation

Main pump Jockey pump

Power

kW

Pressure switch settings

Main pump
bar

Main pump
bar
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UNI-EN 12845 units with 2 SDS series submersible borehole main pumps

AUE 21 - 6SDS 32/3 4SDF 46/10E 4 + 4 + 0,75 27 31 42 18 2,3 ÷ 2,9 2,0 ÷ 2,6 2,7 ÷ 3,3

AUE 21 - 6SDS 32/4 4SDF 46/10E 5,5 + 5,5 + 0,75 27 42 42 24 3,3 ÷ 3,9 3,0 ÷ 3,6 3,7 ÷ 4,3

AUE 21 - 6SDS 32/5 4SDF 46/15E 7,5 + 7,5 + 1,1 27 52 42 30 4,6 ÷ 5,2 4,2 ÷ 4,8 5,0 ÷ 5,6

AUE 21 - 6SDS 32/6 4SDF 46/21E 7,5 + 7,5 + 1,5 27 63 42 36 5,6 ÷ 6,2 5,2 ÷ 5,8 6,0 ÷ 6,6

AUE 21 - 6SDS 32/7 4SDF 46/21E 9,2 + 9,2 + 1,5 27 73 42 42 6,6 ÷ 7,2 6,2 ÷ 6,8 7,0 ÷ 7,6

AUE 21 - 6SDS 32/8 4SDF 46/31E 11 + 11 + 2,2 27 84 42 48 7,6 ÷ 8,2 7,2 ÷ 7,8 8,0 ÷ 8,6

AUE 21 - 6SDS 32/9 4SDF 46/31E 15 + 15 + 2,2 27 94 42 54 8,1 ÷ 8,7 7,7 ÷ 8,3 8,5 ÷ 9,1

AUE 21 - 6SDS 42/3 4SDF 46/10E 5,5 + 5,5 + 0,75 35 32 51 21 2,8 ÷ 3,4 2,5 ÷ 3,1 3,2 ÷ 3,8

AUE 21 - 6SDS 42/4 4SDF 46/10E 7,5 + 7,5 + 0,75 35 43 51 27 3,6 ÷ 4,2 3,3 ÷ 3,9 4,0 ÷ 4,6

AUE 21 - 6SDS 42/5 4SDF 46/15E 9,2 + 9,2 + 1,1 35 54 51 34 4,6 ÷ 5,2 4,2 ÷ 4,8 5,0 ÷ 5,6

AUE 21 - 6SDS 42/6 4SDF 46/21E 11 + 11 + 1,5 35 65 51 41 5,6 ÷ 6,2 5,2 ÷ 5,8 6,0 ÷ 6,6

AUE 21 - 6SDS 42/7 4SDF 46/21E 15 + 15 + 1,5 35 76 51 48 6,6 ÷ 7,2 6,2 ÷ 6,8 7,0 ÷ 7,6

AUE 21 - 6SDS 42/8 4SDF 46/31E 15 + 15 + 2,2 35 87 51 55 7,6 ÷ 8,2 7,2 ÷ 7,8 8,0 ÷ 8,6

AUE 21 - 6SDS 42/9 4SDF 46/31E 15 + 15 + 2,2 35 98 51 62 8,1 ÷ 8,7 7,7 ÷ 8,3 8,5 ÷ 9,1

AUE 21 - 6SDS 58/3 4SDF 46/10E 5,5 + 5,5 + 0,75 54 25 80 13 1,8 ÷ 2,4 1,5 ÷ 2,1 2,2 ÷ 2,8

AUE 21 - 6SDS 58/4 4SDF 46/10E 7,5 + 7,5 + 0,75 54 33 80 18 2,8 ÷ 3,4 2,5 ÷ 3,1 3,2 ÷ 3,8

AUE 21 - 6SDS 58/5 4SDF 46/15E 9,2 + 9,2 + 1,1 54 42 80 22 3,6 ÷ 4,2 3,3 ÷ 3,9 4,0 ÷ 4,6

AUE 21 - 6SDS 58/6 4SDF 46/15E 11 + 11 + 1,1 54 50 80 27 4,6 ÷ 5,2 4,2 ÷ 4,8 5,0 ÷ 5,6

AUE 21 - 6SDS 58/7 4SDF 46/21E 15 + 15 + 1,5 54 58 80 31 5,6 ÷ 6,2 5,2 ÷ 5,8 6,0 ÷ 6,6

AUE 21 - 6SDS 58/8 4SDF 46/21E 15 + 15 + 1,5 54 67 80 36 6,6 ÷ 7,2 6,2 ÷ 6,8 7,0 ÷ 7,6

AUE 21 - 6SDS 58/9 4SDF 46/21E 18,5 + 18,5 + 1,5 54 75 80 40 7,1 ÷ 7,7 6,7 ÷ 7,3 7,5 ÷ 8,1

AUE 21 - 6SDS 58/10 4SDF 46/31E 18,5 + 18,5 + 2,2 54 84 80 45 7,6 ÷ 8,2 7,2 ÷ 7,8 8,0 ÷ 8,6

AUE 21 - 6SDS 58/11 4SDF 46/31E 22 + 22 + 2,2 54 92 80 49 8,1 ÷ 8,7 7,7 ÷ 8,3 8,5 ÷ 9,1

AUE 21 - 8SDS 70/2 4SDF 46/10E 9,2 + 9,2 + 0,75 55 36 90 20 2,8 ÷ 3,4 2,5 ÷ 3,1 3,2 ÷ 3,8

AUE 21 - 8SDS 70/3 4SDF 46/15E 15 + 15 + 1,1 55 54 90 30 4,6 ÷ 5,2 4,2 ÷ 4,8 5,0 ÷ 5,6

AUE 21 - 8SDS 70/4 4SDF 46/21E 18,5 + 18,5 + 1,5 55 72 90 40 6,6 ÷ 7,2 6,2 ÷ 6,8 7,0 ÷ 7,6

AUE 21 - 8SDS 70/5 4SDF 46/31E 22 + 22 + 2,2 55 90 90 50 7,6 ÷ 8,2 7,2 ÷ 7,8 8,0 ÷ 8,6

AUE 21 - 8SDS 100/2 4SDF 46/10E 11 + 11 + 0,75 80 36 125 21 2,6 ÷ 3,2 2,3 ÷ 2,9 3,0 ÷ 3,6

AUE 21 - 8SDS 100/3 4SDF 46/15E 18,5 + 18,5 + 1,1 80 54 125 31 4,6 ÷ 5,2 4,2 ÷ 4,8 5,0 ÷ 5,6

AUE 21 - 8SDS 100/4 4SDF 46/21E 22 + 22 + 1,5 80 72 125 42 6,6 ÷ 7,2 6,2 ÷ 6,8 7,0 ÷ 7,6

AUE 21 - 8SDS 100/5 4SDF 46/31E 30 + 30 + 2,2 80 90 125 52 7,6 ÷ 8,2 7,2 ÷ 7,8 8,0 ÷ 8,6

AUE 21 - 8SDS 100/6 4SDF 46/31E 37 + 37 + 2,2 80 108 125 63 8,1 ÷ 8,7 7,7 ÷ 8,3 8,5 ÷ 9,1

AUE 21 - 8SDS 150/2 4SDF 46/10E 15 + 15 + 0,75 120 30 180 11 2,3 ÷ 2,9 2,0 ÷ 2,6 2,7 ÷ 3,3

AUE 21 - 8SDS 150/3 4SDF 46/15E 22 + 22 + 1,1 120 45 180 16 3,6 ÷ 4,2 3,3 ÷ 3,9 4,0 ÷ 4,6

AUE 21 - 8SDS 150/4 4SDF 46/15E 30 + 30 + 1,1 120 60 180 22 5,6 ÷ 6,2 5,2 ÷ 5,8 6,0 ÷ 6,6

AUE 21 - 8SDS 150/5 4SDF 46/21E 37 + 37 + 1,5 120 75 180 27 6,6 ÷ 7,2 6,2 ÷ 6,8 7,0 ÷ 7,6

AUE 21 - 8SDS 150/6 4SDF 46/31E 45 + 45 + 2,2 120 90 180 33 7,6 ÷ 8,2 7,2 ÷ 7,8 8,0 ÷ 8,6

AUE 21 - 8SDS 150/7 4SDF 46/31E 51 + 51 + 2,2 120 105 180 38 8,1 ÷ 8,7 7,7 ÷ 8,3 8,5 ÷ 9,1

AUE 21 - 10SDS 160/1 4SDF 46/10E 18,5 + 18,5 + 0,75 135 33 190 20 2,3 ÷ 2,9 2,0 ÷ 2,6 2,7 ÷ 3,3

AUE 21 - 10SDS 160/2 4SDF 46/21E 37 + 37 + 1,5 135 66 190 40 6,1 ÷ 6,7 5,7 ÷ 6,3 6,5 ÷ 7,1

AUE 21 - 10SDS 160/3 4SDF 46/31E 55 + 55 + 2,2 145 95 190 60 8,1 ÷ 8,7 7,7 ÷ 8,3 8,5 ÷ 9,1

AUE 21 - 10SDS 190/1 4SDF 46/10E 22 + 22 + 0,75 180 31 250 19 2,3 ÷ 2,9 2,0 ÷ 2,6 2,7 ÷ 3,3

AUE 21 - 10SDS 190/2 4SDF 46/21E 45 + 45 + 1,5 180 62 250 39 5,6 ÷ 6,2 5,2 ÷ 5,8 6,0 ÷ 6,6

AUE 21 - 10SDS 190/3 4SDF 46/31E 66 + 66 + 2,2 180 93 250 59 8,1 ÷ 8,7 7,7 ÷ 8,3 8,5 ÷ 9,1

AUE 21 - 10SDS 280/1 4SD 10/6E 26 + 26 + 1,1 250 25 350 16 2,4 ÷ 3,0 1,9 ÷ 2,5 3,0 ÷ 3,6

AUE 21 - 10SDS 280/2 4SD 10/12E 55 + 55 + 2,2 250 49 350 31 5,0 ÷ 5,6 4,5 ÷ 5,1 5,5 ÷ 6,1

AUE 21 - 10SDS 280/3 4SD 10/17E 75 + 75 + 3 250 73 350 47 7,0 ÷ 7,6 6,5 ÷ 7,1 7,5 ÷ 8,1

AUE 21 - 10SDS 280/4 4SD 10/17E 110 + 110 + 3 250 97 350 63 9,0 ÷ 9,6 8,5 ÷ 9,1 9,5 ÷ 10,1

Max. capacity 
of one pump

m3/h        m

Average capacity
of one pump

m3/h        m

Unit designation

Main pump Jockey pump

Power

kW

Pressure switch settings

Main pump 
1

bar

Main pump 
2

bar

Jockey pump 

bar
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UNI-EN 12845 units with 1 SDS series submersible borehole main pump

4SD 6-8-10SDS 

DN1 DN2 DNP3 A B1 

AUE 11 - 6SDS 32/.. 

AUE 11 - 6SDS 42/.. 

AUE 11 - 6SDS 58/.. 

AUE 11 - 8SDS 70/.. 

AUE 11 - 8SDS 100/.. 

AUE 11 - 8SDS 150/.. 

AUE 11 - 10SDS 160/.. 

AUE 11 - 10SDS 190/.. 

AUE 11 - 10SDS 280/.. 

80 

80 

100 

100 

125 

125 

150 

200 

200 

DNP1 

G 3 

G 3 

G 4 

100 

125 

125 

175 

175 

175 

65

65

80

80

100

125

125

150

150

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 2 

DN3 

G 1 

G 1 

G 1 

G 1 

G 1 

G 1 

G 1 

G 1 

G 2 

800 

800 

850 

850 

950 

950 

1150 

1150 

1150 

550 

550 

550 

550 

700 

700 

700 

700 

700 

C 

525 

525 

540 

540 

550 

550 

560 

575 

575 

D 

430 

430 

435 

435 

445 

445 

455 

470 

470 

F 

815 

815 

840 

840 

920 

920 

1215 

1500 

1500 

G 

1055 

1055 

1075 

1075 

1335 

1335 

1400 

1680 

1680 

Designazione gruppo 
Unit designation 

Collegamenti 
Connection 

Dimensioni - Dimensions 
mm 

Quadro pompa di compensazione 
Control box of jockey pump 

Quadri pompe di alimentazione 
Control boxes of feed-pumps 

CALPEDA 

DNP3 

DNP1 

3.93.066 

CALPEDA 

DN2 

F
 

G
 

DN1 

DN3 

B1 

A max 

3.93.131.7 

D C 

300 

250 200 
200 

4
0
0
  

 4
÷
7
,5

 k
W

 

300   4÷7,5 kW 

5
0
0

  
 9

,2
÷
4
5
 k

W
 

7
0
0

  
 5

5
÷
7
5
 k

W
 

400   9,2÷45 kW 

500   55÷75 kW 

3.93.063 

L 1 L 3 

L 2 

1 
! 1 2 

START STOP 

Dimensions

512

AUE 11AUE 11

Unit designation Connections
Dimensions

Control panel for jockey pump Control panel for main pump



UNI-EN 12845 units with 2 SDS series submersible borehole main pumps

DN1 DN2 DNP3 A B1 

AUE 21 - 6SDS 32/.. 

AUE 21 - 6SDS 42/.. 

AUE 21 - 6SDS 58/.. 

AUE 21 - 8SDS 70/.. 

AUE 21 - 8SDS 100/.. 

AUE 21 - 8SDS 150/.. 

AUE 21 - 10SDS 160/.. 

AUE 21 - 10SDS 190/.. 

AUE 21 - 10SDS 280/.. 

80 

80 

100 

100 

125 

125 

150 

200 

200 

DNP1 

G 3 

G 3 

G 4 

100 

125 

125 

175 

175 

175 

80

80

100

100

125

150

150

200

200

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 1 1/4 

G 2 

DN3 

G 1 

G 1 

G 1 

G 1 

G 1 

G 1 

G 1 

G 1 

G 2 

1550 

1550 

1550 

1550 

1900 

1900 

1900 

1900 

1900 

550 

550 

550 

550 

700 

700 

700 

700 

700 

C 

540 

540 

550 

550 

560 

560 

575 

575 

575 

D 

435 

435 

445 

445 

455 

455 

470 

470 

470 

F 

855 

855 

935 

935 

1230 

1230 

1525 

1525 

1525 

G 

1075 

1075 

1335 

1335 

1400 

1400 

1680 

1680 

1680 

Designazione gruppo 
Unit designation 

Collegamenti 
Connection 

Dimensioni - Dimensions 
mm 

Quadro pompa di compensazione 
Control box of jockey pump 

Quadri pompe di alimentazione 
Control boxes of feed-pumps 

CALPEDA 

DNP3 

4SD 6-8-10SDS 

DNP1 

3.93.066 

6-8-10SDS 

DNP1 

3.93.066 

CALPEDA CALPEDA 

DN2 

F
 

G
 

DN1 DN1 

DN3 

B1 B1 

A max 

3.93.131.8 

D C 

300 

250 200 

4
0
0
  

 4
÷
7
,5

 k
W

 

300   4÷7,5 kW 200 

5
0
0

  
 9

,2
÷
4
5
 k

W
 

7
0
0

  
 5

5
÷
7
5
 k

W
 

400   9,2÷45 kW 

500   55÷75 kW 

3.93.063 

L 1 L 3 

L 2 

1 
! 1 2 

START STOP 

L 1 L 3 

L 2 

1 
! 1 2 

START STOP 

Dimensions
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Unit designation Connections
Dimensions

Control panel for jockey pump Control panels for main pumps



UNI-EN 12845 fire-fighting systems 

514

Pressure Nozzle diameter mm

10 12 16 20

bar Flow-rate l/min

3 115 165 295 460
4 130 190 340 530
5 150 215 380 590
6 160 235 415 650
7 175 250 450 700
8 185 270 480 750

Pressure Nozzle diameter   mm

10 12 16 20

bar Range  m

3 10 a 20 11 a 22 15 a 30 16 a 33
5 11 a 23 11 a 25 17 a 33 18 a 36
8 12 a 26 12 a 30 19 a 36 20 a 40

Pressure Rated diameter of orifice 
mm

10 15 20

bar Flow-rate  l/min

2 80 113 162

3 98 139 199

4 114 160 230

5 127 180 258

6 139 196 282

7 150 214 305

8 161 226 325

9 171 240 345

Capacity Water-jet range

Characteristics of full-jet nozzles

Characteristics of sprinkler nozzles

Capacity 

AUE, AUD, AUEDAUE, AUD, AUED


